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ABSTRACT 
ELECTRICITY PRODUCTION FROM THE MANAGEMENT OF MUNICIPLE 
SOLID WASTE LEACHATE WITH MICROBIAL FUEL CELLS 
'•, b y -
Lisa L. Damiano 
University of New Hampshire, May, 2009 
Microbial fuel cells are a new technology that can be used for treating 
landfill leachate and simultaneously producing electricity. Three designs were 
tested in batch cycles using landfill leachate (908-3200 mg/L COD): a Square 
(995 mL), Circle (934 mL) and a Large Scale MFC (18.3 L). A total of seven 
cycles were completed for each the Square MFC and Circle MFC and two cycles 
for the Larger Scale MFC. Maximum power densities of 24-31 mW/m2 (653 
mW/m3-824 mW/m3) were achieved using the Circle MFC and a maximum 
voltage of 635 mV was produced using the Larger Scale MFC. BOD, TOC, and 
Ammonia were removed at 50-72%, 17-53 %, and 7-69%, respectively. The 
Larger Scale MFC achieved 47-86% BOD removal, 51% TOC removal and 60% 
ammonia reduction while operating over 52 days. These results demonstrate 





In 2007, 137.2 million tons of waste were produced and sent to landfills in 
the United States. While this number has been reduced by 5 million tons since 
1990, landfills are expected to remain the dominant form of municipal solid waste 
management in the future (USEPA 2007). Microbial fuel cell (MFC) technology 
can benefit both the solid waste industry and contribute to reducing greenhouse 
gas emissions and dependence on fossil fuels. In a microbial fuel cell, organic 
matter is oxidized (degraded) by microorganisms and electrons are produced. 
These electrons flow through wiring and a resistor to produce electrical current 
and therefore direct electricity (Logan, 2008). This system has no energy input, 
yet can degrade organic matter and produce an energy output. 
There is a growing need for alternative forms of energy as well as 
processes that reduce energy use in the global community. The climate of the 
world has increased in temperature and is continuing to do so with every passing 
day (IPCC 2007). Between 1970 and 2004, global green house gas emissions 
increased 70%, with carbon dioxide being the greatest anthropologic greenhouse 
gas (IPCC 2007). This steady increase in greenhouse gas levels, along with the 
depletion of the world's fossil fuel resources, requires the research and utilization 
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of technologies that can limit both the use of fossil fuels and the production of 
greenhouse gases. 
MFCs can be used to treat landfill leachate while reducing energy needs 
and producing an alternative form of energy. Landfill leachate is liquid that 
infiltrates the landfill system or is produced by the waste within the system. 
Leachate must be collected and managed to protect the surrounding 
environment. Leachate can also be re-circulated in an operating landfill to 
manage the leachate as well as increase biodegradation of waste within the 
landfill and increase landfill gas production. While many organic constituents in 
the leachate can be treated through the biological processes within the landfill, 
ammonia can accumulate and resist treatment (Barlaz et al 2002). Ammonia can 
be toxic to bacteria and other organisms and inhibit accelerated biodegradation 
that can result from recirculation. MFCs could be used as a pre-treatment for the 
leachate prior to recirculation to lower concentrations of constituents, while 
producing electricity and limiting energy inputs into the system. 
In the early 1990s, the United States Environmental Protection Agency 
(USEPA) began enforcing regulations for the disposal of nonhazardous waste in 
landfills under the Resource Conservation and Recovery Act (Subtitle D). As 
part of these regulations, a closed landfill must be monitored and maintained for 
the 'post-closure monitoring period' of 30 years, or a site-specific longer time 
period. Monitoring includes collection and treatment of leachate, monitoring of 
the groundwater, landfill gas monitoring, and inspection and maintenance of the 
final cover (USEPA 1991). Termination of monitoring after 30 years will be 
2 
agreed upon if the landfill is considered stable and no longer a harm to the 
environment without monitoring. 
Landfill leachate will become a major factor in the determined stability of a 
landfill and whether management of the leachate prior to release will be needed 
(Barlaz et al. 2002). Dissolved organic matter, ammonia, and nutrients can pose 
environmental hazards if leachate is released into surface water or groundwater 
at increased levels with no management. From 1991 to 2007, the number of 
open landfills decreased from 5,812 to 1,754 (Municipal 2007). These numbers 
forecast that in the coming years, regulators will have many decisions to make on 
whether to terminate or continue monitoring landfills past the 30 year time period. 
While the owners of landfills cannot be expected to fund monitoring for infinite 
time, landfills must also remain safe to the environment after 
monitoring/treatment of leachate and landfill gas has been terminated. The MFC 
technology could be considered as a low operations and maintenance option for 
these situations that require management of leachate with minimal resources. 
1.2 Objective and Scope 
Microbial fuel cells were researched utilizing landfill leachate as the 
substrate. Leachate characterization was completed to evaluate treatment for a 
number of constituents; electricity and power production were also monitored. At 
the inception of this research, there was no other published research utilizing an 
MFC of the design used for this research, with unaltered landfill leachate, and no 
outside inoculation of bacteria. This research provides the first in-depth analysis 
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of leachate constituents and the treatment that will occur within an MFC system. 
The specific goals of this research were to; 
1) Design and operate a single chamber MFC (previously developed by UNH for 
cow manure) to evaluate how the characteristics of the leachate change while 
producing electricity. 
2) Determine the power density and efficiency of using landfill leachate as a 
substrate in a single chamber MFC. 
3) Validate the hypothesis that no outside inoculation of anaerobic bacteria will 
be needed when using landfill leachate. 
4) Create a larger scale MFC system that will help begin to evaluate the 
applicability of this technology. 
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CHAPTER 2 
- . ' • • • " • ) • • 
LITERATURE REVIEW 
2.1 Introduction 
This chapter includes historical research conducted that is relevant to 
microbial fuel cells (MFCs) and landfill leachate. It provides an overview of the 
generation and characteristics of landfill leachate, as well as the microbiology, 
architecture, voltage and power generation of MFCs. 
2.2 Composition and Formation off Municipal Solid Waste Leachate 
' • ' 7 
Modern sanitary landfills are engineered facilities used for the deposition 
of wastes and are designed to minimize the hazards to public health and safety. 
A basic landfill control system involves a liner, landfill leachate collection and 
extraction system, a landfill gas collection and extraction system, and both daily 
and final cover layers. Landfill liners and leachate collection systems are used to 
minimize the infiltration of leachate into soils below the landfill; limiting the 
potential for groundwater contamination. Leachate is liquid that is both released 
and produced from the waste during compaction and degradation in a landfill. 
Outside sources such as groundwater infiltration, precipitation, and/or surface-
drainage into the landfill also contribute to leachate volume within the system. 
Liquids percolate through the waste and both biological and chemical 
components are leached into the leachate (Tchobanoglous, Theisen, and Vigil 
1993). 
' . • ' • " 5 -' 
Every landfill is designed specifically for its location and the type of waste 
that is accepted. However, because of the organic content and compaction of 
waste within the structure, all landfills are anaerobic systems. This creates some 
similarities in leachate composition, although chemical composition of leachate 
will vary depending on the age of the landfill (Kjeldseh et al. 2002; 
Tchobanoglous, Theisen, and Vigil 1993). 
There are four main categories of compounds in MSW landfill leachate; 
dissolved organic matter, inorganic macrocomponents, heavy metals, and 
xenobiotic compounds. Dissolved organic matter is measured by Chemical 
Oxygen Demand (COD), Total Organic Carbon (TOC), volatile fatty acids or 
other humic-like compounds. Calcium, magnesium, sodium, potassium, 
ammonium, iron, manganese, chloride, sulfate, and hydrogen carbonate are all 
considered inorganic macrocomponents. Common heavy metals that will be 
found in leachate are cadmium, chromium, copper, lead, nickel, and zinc. 
Xenobiotic organic compounds refer to household or industrial chemicals such as 
aromatic hydrocarbons, phenols, chlorinated aliphatics, pesticides, and 
plastizers. This category of pollutants is generally present in low concentrations; 
usually less than 1 mg/L. Other compounds found in leachate, such as borate, 
sulfide, barium, lithium, mercury, cobalt, arsenate, and selenate, are also found 
at low concentrations and are of less importance (Kjeldsen et al. 2002). 
It is not uncommon for leachate to have low levels of nitrite and nitrate and 
have all nitrogen as ammonia in the system due to the biological process of the 
landfill. This can be explained by the basics of the nitrogen cycle in which NH4+ 
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is oxidized to N02 \ followed by NO3" (nitrification), NO3" is reduced to NO2" to 
NH4+ (nitrate reduction); and N03" is can also be reduced to N2(9) (denitrification) 
Nitrogen gas can then be reduced to NH4+ and NH4+ can be incorporate or 
released from organic matter (amination or ammonification). NH4+' NCV, and 
NO3" are all easily and quickly inter-convertible by nitrification and nitrate 
reduction (Snoeyink and Jenkins 1980). 
For microorganisms to facilitate nitrification, nirate reduction, and 
denitrification, it must be energetically favorable (as discussed in section 2.6.1). 
Typical electron acceptance reactions for aerobic and anaerobic systems are 
listed in Figure 2.1, from highest energy gain for the bacteria to least. In a 
landfill, oxygen will be used up first in aerobic respiration, however landfills are 
anaerobic systems, thus denitrificaiton and nitrate reduction will then take place. 
Fermentation and sulfate reduction can also occur once this is energy favorable. 
Lastly, methane fermentation will take place. This is where many landfills exist, 
for they are actively producing landfill gas containing methane. This means that 
the more energy favorable reactions of denitrification and nitrate reduction would 
have occurred already and is the reason that little or no nitrate/nitrite is found in 
landfill leachate. Nitrogen gas is present in landfill gas at about 2-5%, reiterating 
the idea that denitrification is occuring within landfills (Tchobanoglous, Theisen, 








0 2 + 4H+ + 4e—2H 2 0 
2N03+ + 12H+ + 10e- — N2(g) + 6H2o 
N03" + 10H+ + 8e_ ->NH4+ + 3H20 
CH20 + 2H+ + 2e' -+ CH3OH 
S042" + 9H+ + 8e_ - • HS_ + 4H20 







Figure 2.1 Reduction Reactions (Snoeyink and Jenkins 1980) 
Table 2.1 summarizes general leachate parameter ranges, compiled by 
Kjeldsen et al. (2002). The table is applicable to newer landfills and is a 
compilation of 14 different studies from the years 1976-1997 (Kjeldsen et al. 
2002). The ranges for many constituents are large, illustrating the vast 
differences that can be found between leachates from a single landfill as well as 
from multiple locations. The flow paths of leachate within the landfill are 
constantly changing, thus concentrations and types of constituents in the 
leachate can constantly change as well. 
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Table 2.1 Composition of landfill leachate (Kjeldsen et al. 2002) 
Parameter Range 
(Values in mg/L unless otherwise noted) 
PH 
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2.3 Management of Municipal Solid Waste Leachate 
There are four categories of management practices for landfill leachate; 
recycling back into the landfill, evaporation, treatment followed by disposal, and 
discharge to a municipal wastewater collection system. Re-circulating the 
leachate back into the landfill can increase landfill gas production, which is a 
valuable energy source (Tchobanoglous, Theisen, and Vigil 1993). The landfill 
can also help to treat the leachate through chemical and biological processes. 
Treatment of leachate can be one or a combination of biological, chemical, 
and physical processes. Biological treatment removes organics and nitrogen 
through processes such as activated sludge, trickling filters, and 
njtrification/denifrification. Chemical processes are used to control pH, 
precipitate metals, and remove some organics by oxidation and wet air oxidation. 
Suspended matter can be removed by the physical processes of sedimentation 
and filtration. Adsorption can be used to remove organics, while air and steam 
stripping can remove volatile organics. Ion exchange can also be used to 
remove dissolved inorganics (Tchobanoglous, Theisen, and Vigil 1993). These 
treatment technologies can be used to treat leachate for discharge (e.g. into 
surface waters), or as pre-treatment prior to transport to a municipal wastewater 
treatment facility for further treatment. Some wastewater treatment facilities may 
have the capabilities and be willing to accept the leachate with no treatment; 
however this can often be more expensive. All of these management options for 
leachate treatment, except for leachate recirculation, require energy input and 
will cost the landfill operation and maintenance fees with no additional benefit. 
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2.4 The Beginning of Microbial Fuel Cells 
Microbial Fuel Cells harness the conversion of bacterial energy to 
electrical energy. By using electrodes, electrons from bacteria can be collected 
and used to produce electrical current through wiring and a resistor. It is 
accepted that in 1911, M.C. Potter was the first person to observe the electrical 
current that can be produced by bacteria (Potter 1911). There was very little 
interest or advances made in the technology from 1911-1967. The first patent to 
describe microbial fuel cell technology was issued to John Davis in 1967 
(Biffinger and Ringeisen 2008). It was not until the 1990's that research truly 
began on microbial fuel cell technology and possible applications. Since 1967, 
there have been very few patents issued, most being given in the 2000's. The 
field has chosen to publish research, methods, and designs in scientific journals 
rather than apply for a large number of patents (Biffinger and Ringeisen 2008). 
2.5 Microbial Fuel Cell Technology 
In a microbial fuel cell (MFC), organic matter is oxidized (degraded) by 
microorganisms and electrons are produced. The electrons are then transferred 
to a terminal electron acceptor (TEA) which is reduced by the electrons. TEA's 
such as oxygen, nitrate, and sulfate can diffuse into the cell and accept electrons 
to form new products that can then leave the cell. However, some bacteria can 
transfer their electrons outside the cell (exogenously) to the awaiting TEA. It is 
these bacteria that can produce power within an MFC system (Logan, 2008). 
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Figure 2.2 illustrates a basic microbial fuel cell system in which there is an 
anode and cathode chamber, separated by a membrane permeable to protons, 
the anode compartment is an anaerobic region (i.e. no oxygen) where the 
anaerobic bacteria are located. The cathode compartment is an aerobic region 
(i.e. oxygen is present). The membrane separation helps to maintain these 
conditions for each compartment, yet allows a charge transfer between the 
electrodes. Electrodes are placed in each chamber to facilitate the electron 
transfer process. Electrons and protons are produced through the oxidation of 
organic matter. The electrons are transferred to the anode electrode, in the 
anode compartment, and travel through a wire and resistor to the cathode 
electrode, where the wire is connected. Here, the electrons join with the protons 
which have diffused through the membrane from the anode compartment, and 
oxygen to form water. A catalyst at the cathode or a catholyte solution must be 
used to facilitate this reaction. The by-products of this reaction are carbon 
dioxide, from the decomposition of the organic matter, and small amounts of 
water at the cathode. 
Using glucose as an example of an organic substrate; 24 electrons and 24 
protons are released in the anode chamber. These protons and electrons both 
travel to the cathode chamber where 6 molecules of oxygen are needed to create 
12 water molecules, Six carbon dioxide molecules are created at the anode. 
Anode:C6H1206 + 6H20 -•6C02+24H++24e• 
Cathode:24l-^+24e + 6 0 2 - * 1 2 H 2 0 
12 
Figure 2.2Schematic of a basic microbial fuel cell (not to scale) 
2.6 Microbiology 
2.6.1 Bacterial Metabolism 
Bacteria are unicellular microorganisms characterized by the lack of a true 
nucleus. The foundation for life processes is the ability to utilize energy in an 
organized fashion, referred to as metabolism (Chapelle 2001). A cell must 
extract energy from organic compounds, then both store and use the energy to 
grow and maintain necessary functions. These energy transformations must 
follow the basic laws of thermodynamics. 
The first law of thermodynamics states that energy can neither be created 
nor destroyed (Halliday, Resnick, and Walker 2003). For bacteria, this governs 
that there is a set amount of energy available in organic compounds and only this 
amount is available for use. The second law of thermodynamics states that in 
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closed, irreversible systems, entropy will always increase (Halliday, Resnick, and 
Walker 2003). The energy available in a system can be broken up into useable 
energy and unavailable energy. The unavailable energy goes to increasing the 
entropy of a system and is lost as heat. The amount of useful energy that is 
taken up or released during a reaction is called the Gibbs free energy change of 
the reaction (AG). If a reaction is energy-releasing, it has a negative AG, while 
an energy-consuming reaction has a positive AG. Bacteria combine both of 
these types of reactions into a system to operate cell functions. Intermediate 
reactants that temporarily store energy help join energy-releasing and consuming 
reactions so that it is possible to synthesize compounds that could otherwise not 
be created (Chapelle 2001). 
Bacteria base the reactions that are chosen on what pathway will provide 
the highest energy gain. Depending on the terminal electron acceptor (TEA) 
present, two metabolic pathways can be used by the bacteria; respiration and 
fermentation (Schroder 2007). An electron acceptor is an inorganic compound 
that accepts electrons from bacteria and completes the oxidation of an organic 
substrate (Chapelle 2001). Respiration is a combination of the reduction of a 
TEA and the oxidation of an organic compound where the electrons are 
transferred through an electron transport chain to the final TEA. The higher the 
potential of the TEA, the higher the energy gain for the organism, thus the more 
favorable the reaction (Schroder 2007). The term potential refers to the tendency 
of the chemical species/solution/material to accept electrons. This can be related 
to Gibbs free energy by equation (2-1). 
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AG =n F [E(donor)-E(acceptor)] (2_1) 
Where n is the number of electrons per reaction mole, F is Faraday's constant, 
and E91 is the standard biological potential of the electron donor and acceptor, 
respectively (Schroder 2007). 
Aerobic respiration is the most energetically favorable pathway, however 
anaerobic respiration will be used when oxygen is not present (Schroder 2007). 
For this transfer of electrons to occur, an electron must first be moved through an 
electron transport chain within the cell; a mechanism that can also conserve 
energy by synthesizing ATP. Adenosine triphosphate (ATP) is the most 
important compound that living cells use for temporary storage of energy. The 
formation of this compound stores energy within a phosphate bond which can be 
liberated once the bond is broken. Nicotine adenine (NAD) is another 
intermediate compound for storing energy that can be reduced to NADH or 
oxidized to NAD+(Chapelle 2001). 
The electron transport system uses both hydrogen carriers and electron 
carriers (NADH). As the electron is transported through the transport chain, 
protons are transferred in and out of the cell. This transfer of protons causes a 
proton gradient between the inside and outside of the cell membrane which has 
potential energy associated with it. The cell is able to capture this energy 
through membrane-bound enzymes called ATP synthase complex. As protons 
diffuse through these enzymes, the potential energy is captured and stored 
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chemically as ATP. This process is called chemiosmosis. The final step in this 
process is for the electron to be transported to the TEA (Chapelle 2001). 
2.6.2 Bacterial Metabolism in Microbial Fuel Cells 
Microbial fuel cells harness the extracellular electron transfer of anaerobic 
bacteria. Therefore, the anode compartment of an MFC must not contain oxygen 
(based upon Gibbs free energy, if oxygen is present at the anode, it is the more 
energy favorable TEA). Fermentation is an important anaerobic mechanism for 
degrading organic matter; however it is not a process that creates electricity in 
MFCs. Many electrons remain within fermentation products, not readily reacting 
with electrodes. Effective anaerobic oxidation must combine fermentation 
products with other constituents (e.g. long-chain fatty acids and aromatic 
compounds) to complete electron transfer to the electrode (Lovley 2006). 
Because of the need for anaerobic bacteria, every MFC is inoculated 
initially. Generally, this inoculation comes from bacteria from a wastewater, 
sludge, or sediment. Bacteria from an MFC that has already been in operation 
can also be used for a new MFC (Logan 2008). 
2.6.3 Electron Transfer 
Once electrons have left the cell, they must be transferred to an electrode 
to produce current. A natural world comparison of the transfer of electrons to an 
electrode is the transfer of electrons to Fe ^oxides, for they are an insoluble, 
extracellular electron acceptor. Organic matter is oxidized while Fe 3+ oxides are 
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reduced, similar to the process in an MFC. This process requires both 
fermentative and Fe ^ reducing microorganisms. (Lovely 2006). 
In a microbial fuel cell there are three main mechanisms for 
microorganisms to transfer electrons to an exocellular electrode. The transfer 
can occur with the addition of artificial mediators, self-produced mediators, and/or 
direct contact with the electrode (Lovley 2006). Not all bacteria can accomplish 
this extracellular transfer; some can only use soluble compounds such as sulfate 
that diffuse through the cell membrane to receive electrons. The field of 
microbial fuel cell technology has termed bacteria that can directly transport 
electrons outside of the cell "exoelectrogens" (Logan 2008). These bacteria are 
essential to microbial fuel cell technology because without the exocellular 
electron transfer, no power could be produced. 
Artificial Mediators. 
Early in MFC research, the addition of artificial mediators was used to 
facilitate electron transfer. Escherichia coli is an example of a bacteria used in 
MFCs that required an artificial mediator (Park and Zeikus 2000). Artificial 
mediators can cross cell membranes and accept electrons, exiting the cell in a 
reduced form to transfer the electrons to the electrode (Lovley 2006). Examples 
of such artificial mediators are neutral red, iron chelates, various phenazines, 4-
napthoquinone, and thionine (Lovley 2006). These mediators posed a set of 
problems for MFC technology. Many mediators are toxic to humans and not 
easily disposed of. Mediators input more energy into the life cycle analysis of 
MFCs since they must be manufactured and replaced regularly. Lastly, it has not 
17 
been demonstrated that using artificial mediators will be able to sustain the 
bacteria wjthin the MFC for extended periods of time due to a lack of available 
electrons for cell maintenance and growth. The artificial mediators remove more 
electrons than the natural transfer to a terminal electron acceptor would remove 
(Lovley 2006). 
For these reasons as well as new discoveries, artificial mediators are no 
longer used by most researchers. Rabaey and other researchers proved that 
artificial exogenous mediators were not necessary in microbial fuel cells for 
electron transfer (Rabaey et al. 2004; Rabaey et al. 2005a). Self-produced 
mediators such as pyocyanin can shuttle electrons and produce electricity. This 
mechanism was first proposed as a mechanism for the electron transfer to Fe3+ 
(Rabaey et al. 2004). 
Self-Produced Mediators. 
It is unclear whether self-produced mediators, also called shuttles, are 
generated specifically for exocellular electron transfer or if they serve multiple 
purposes, These mediators are molecules that can be oxidized faster at the 
electrode, causing fewer overpotential loses, and assist in the transfer of 
electrons to the electron acceptor. It has been shown that mediators produced 
by one type of bacteria can be used by other species of bacteria and improve the 
electron transfer of the overall system (Rabaey etal. 2005a). 
The major advantage of self-produced electron mediators is long-range 
interaction between the bacteria and anode. The microorganisms do not need to 
be in direct contact with the electrode for the transfer of electrons to occur. G. 
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fermentans displayed this ability while producing a thick extracellular matrix to 
reduce the possibility of losing the mediator to the bulk solution (Bond and Lovley 
2005). Shewanella oneidensis was also shown to produce an electron shuttle 
while converting lactate to electricity in an MFC (Lanthier, Gregory, and Lovley 
2007). A great deal of energy is used by a microorganism to biosynthesize an 
electron mediator, thus it must be used repeatedly to be considered energetically 
worthwhile for the cell. This spent energy can cause the mechanism to be at a 
competitive disadvantage; especially in a flowing system where the mediator 
could easily be lost to the bulk liquid (Lovely 2006). 
Direct Electron Transfer. 
Electron transfer can occur through direct contact between the 
microorganisms and the electrode or with the use of nanowires. Direct contact 
requires that the organisms have membrane bound electron transport protein 
relays, such as c-type cytochromes, to facilitate the transfer of electrons, out of 
the cell (Schroder 2007). However, this transfer allows for only one layer of 
bacteria in direct contact with the electrode, to transfer electrons. Nanowires are 
conductive appendages that are hypothesized to carry electrons from the 
bacterial cell to the surface of the anode (Gorby et al. 2006). These appendages 
allow for multiple layers of bacteria on the anode to transfer electrons as well as 
interspecies transfer and transfer from the bulk liquid to the anode (Logan 2008). 
The bacteria Shewanella oneidensis MR-1 was found to have nanowires 
with heights of 5-10 nm. The photosynthetic cyanobacterium, Synechocystis 
strain PCC 6803 and a thermophilic fermentative bacterium Pelotomaculum 
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thermopropionicum were also found to utilize nanowires (Gorby et al. 2006). 
Similar conductive appendages have been observed often in research employing 
Geobacter sulfurreducens. While nanowries are not required for electron transfer 
to the anode, a lack of nanowires resulted in more than a 70% reduction in 
current production (Reguera et al. 2006). It was also found that when nanowire 
production was inhibited, 60% of the cells attached to the anode of an MFC were 
dead. The only living population was in direct contact with the anode (Reguera 
et al. 2006). Bacteria can attach to the anode of the MFC and form a biofilm, 
which is a multi-layer community of bacteria that can theoretically grow to any 
thickness. Nanowires can connect cells of the outer layers of a biofilm to the 
inside of the system and facilitate electron transfer to the anode (Logan 2008). 
This can allow thicker biofilms to develop while providing increased current 
production from the MFC system. 
2.6.4 Microbial Community 
The microbial fuel cell environment will select a microbial community that 
will self-mediate electron transfer. Bacteria that were isolated from a plate MFC 
were mostly facultative anaerobic bacteria that accumulated fewer organic acids 
and were more electrochemically active. Alcaligenes faecalis, Enterococcus 
gallinarum, and Pseudomonas aeruginosa have all been found to participate in 
MFC current production (Rabaey et al. 2004). Shewanella and Geobacter are 
also commonly found within MFC biofilms (Logan and Regan 2006). There are 
no specific trends to the major species found within MFC microbial communities 
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however common bacteria that are reported are proteobacteria (alpha-, beta-, 
delta-, and gamma-), firmicutes, and bacteroidetes (Logan and Regan 2006; 
Logan 2008). While in some cases, alpha-proteobacteria dominate the 
community; other times gamma- or beta- dominate, or there was no dominate 
type (Logan 2008). These categories are broad classifications of bacteria that 
encompass many different types of bacteria. 
Firmicutes are a phylum of bacteria that can be iron reducing while 
bacteroidetes are a phylum of mostly anaerobic bacteria. Some bacteroidetes 
are hydrogen and formate requiring microorganisms. Proteobacteria are a 
phylum of bacteria that are divided into classes termed alpha-, beta-, gamma-
and delta-. These broad categories include aerobic and anaerobic bacteria as 
well as fermentative bacteria and pathogens (Garrity et al. 2005). 
There is an ongoing debate in MFC literature as to the benefits of using a 
mixed community of bacteria versus a single strain of bacteria that is known to 
have efficient extracellular electron transfer (Logan 2008). Data exists for each 
side of the argument and a consensus has yet to be reached as to which will 
produce greater power. Microbiologists in the field have started using genetic 
engineering to create an ideal exoelectrogen strain of bacteria (Logan 2008). 
Both Rhodopseudomonas palustris DX-1 and G. sulfureducens were recently 
shown to produce larger voltages than mixed cultures of bacteria in MFCs (Xing 
et al. 2008; Nevin etal. 2008). 
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2.7 Mass transfer and Kinetics 
The bacteria that are transferring electrons exocellularly can attach and 
grow on the electrode forming a biofilm. These biofilms are made up of 
numerous microorganisms and can theoretically grow to any thickness; however 
other factors usually limit growth. Ramasamy et al. (2008) found that initial 
biofilm growth had a beneficial effect on the kinetics of the bio-electrochemical 
system and decreased activation loses (discussed in section 2.9 ) (Ramasamy et 
al. 2008). Biofilms in microbial fuel cells display unique characteristics. For 
example, in a wastewater environment, the active bacteria are located where the 
biofilm interacts with the surrounding fluid. In an MFC, the active bacteria are not 
at this interface but within the biofilm itself; interacting with the electrode (Logan 
2008). While this placement is beneficial to the transfer of electrons, it also 
causes other challenges. 
As these biofilms become thicker, mass transfer of nutrients and substrate 
to the microorganisms attached to the electrode can become the limiting factor in 
power production rather than the rate of substrate oxidation by the bacteria. 
Mass transfer of waste products out of the biofilm can also be an important factor 
in bacterial health and thus power production. If the bulk liquid is not mixed and 
is a stationary system, mass transfer of the substrate to the biofilm itself could be 
the limiting factor also (Logan 2008). 
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2.8 Voltage and Power Generation 
Voltage generation in a microbial fuel cell can be complicated to predict for 
it is dependent on the activities of living organisms. However voltage or current 
can be calculated by equation (2-2) if the cell potential (voltage) E or the current 
(I) are measured and the external resistance of the system, R, is known. 
E = I * R (2-2) 
Electricity can only be generated in a microbial fuel cell if the overall 
reaction is thermodynamically favorable (Logan et al. 2006). Gibbs free energy, 
explained in section 2.6.1, can be used to determine the maximum amount of 
work that can be obtained from this reaction by the equation, 
AGr = AG?+ RT In ( / / ) (2-3) 
Where AGr is the Gibbs free energy for the specific conditions, AGr° is the Gibbs 
free energy under standard conditions (298.15 K, 1 bar pressure, and 1 M 
concentration for all species), R is the universal gas constant, T is the 
temperature in Kelvin, and II is a reaction quotient of the activities of the products 
divided by the activities of the reactants (Logan et al. 2006; Oldham and Myland 
1994). This equation can be written in terms of the cell voltage, also called the 
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Where E°emf is the standard cell electromotive force and n is the number of 
electrons per reaction mole. Values of standard cell electromotive forces can be 
found in various textbooks and resources (Logan et al. 2006; Logan 2008; 
Oldham and Myland 1994). 
The total cell potential can be calculated using the half cell reactions that 
are occurring at the anode and cathode of the microbial fuel cell. Eemf can be 
calculated for the anode (Ean) and cathode (Ecat) using equation (2-5), resulting in 
equation (2-6) for the total cell potential. This equation can only be used if the 
anode and cathode are running at the same pH (Logan et al. 2006; Logan 2008). 
Eemf=Ecat"Ean (2-6) 
Cell voltage is recorded during all microbial fuel cell testing because 
current can be difficult to measure. Current can be calculated from equation 
(2-2) with a known external resistance. Power is a common way for researchers 
to report voltage data and is calculated by equation (2-7) (Logan 2008). 
P = ! M F C (2"7) 
Rext 
24 
Where EMFC is the voltage recorded from the microbial fuel cell. Because of the 
variation in MFC system architectures and materials, researches normalize 
power when reporting data. It is common to normalize based upon the anode 
(an) or cathode (cat) surface area (Equation (2-8)) or upon the volume (v) of the 
microbial fuel cell anode compartment (Equation (2-9). 
p
 EMFC
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When reporting results, the coulombic efficiency of the system is an 
important calculated value to describe overall efficiency of the MFC. The goal of 
MFC technology is to utilize as many electrons as possible for current production. 
Coulombic efficiency is the fraction of electrons that are recovered as current 
versus the electrons that were in the starting substrate (organic matter). For a 
fed batch system, this fraction creates the equation, 
^Msff ldt 
FbesvanAc (2-10) 
Where Ms is the molecular weight of the substrate, I is the current, F is Faraday's 
constant (96,500 C/mole"), bes is the moles of electrons removed through 
oxidation, VAn is the volume of the anode compartment liquid, and Ac is the 
substrate concentration change over the batch cycle (Logan 2008). This equation 
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can be altered for more complex substrates where COD is used as the measure 
of substrate concentration and an average current value over the cycle is used. 
_ 8*7 T (2-11) 
E
"FvAnACOD/ 
Where 8 is a constant used for COD (Ms is equal to 32 (molecular weight of 
oxygen) and bes equals 4 (the number of electrons exchanged per mole of 
oxygen)) and ACOD is the change in COD concentration over time t (Logan 
2008). 
2.9 Factors that Affect the Cell Voltage 
Based upon the voltages which can be calculated from the equations of 
section 2.8, the maximum cell voltage for an optimum MFC using an air cathode 
and a set substrate of acetate is 1.1 V. However, this theoretical value has never 
been reached in the laboratory setting. This is because of the overall internal 
resistance of the system; which is made up of overpotentials and ohmic loses. 
The overpotentials of the system can be the result of three main types of loses; 
activation loses, bacterial metabolism loses and mass transfer loses. Activation 
loses are caused by energy lost as heat in the initiation of reactions as well as in 
the transfer of electrons. These loses can be reduced through the use of 
improved catalysts at the cathode (section 2.10.2), using different types of 
bacteria, or improving the overall electron transfer mechanisms of the system; 
The loses associated with bacterial metabolism are due to the loss of energy in 
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utilizing substrate oxidation for energy (Logan 2008). There is little that can be 
changed within the MFC system to reduce these loses. 
Mass transfer losses are the result of insufficient movement of reactants 
or products within the bulk liquid or biofilm of the system. These loses were 
examined in section 2.7. Research has been published that shows the flux within 
the biofilm at the anode can negatively affect voltage generation. Protons can 
accumulate within the biofilm and cause a localized increase in pH at the anode 
which will affect the kinetics of the system (Kim et al. 2007; Torres, Marcus, 
Rittmann 2008). Even when the bulk liquid pH is buffered and remains neutral 
during operation, the pH at the anode can still be lowered substantially (Torres, 
Marcus, and Rittmann 2008). In a system where high substrate concentrations 
are present, this lack of proton transport away from the anode can cause low 
current generation. 
Ohmic loses are a result of the MFC architecture and the resistance that 
arises from inefficiencies in the system. Resistance of proton movement through 
the solution, electrode, connecting wire or other internal connections all 
contribute to ohmic loses. These loses can be improved by optimizing electrode 
spacing, membrane materials, connections, and the conductivity of the solution 
(Logan 2008). A delicate balance between optimizing conditions to reduce these 
loses and no addition of new problems must be reached. For example, while 
electrodes need to be in close proximity to each other, each requires different 
operation conditions (aerobic/anaerobic) thus space between them is necessary. 
It has been shown recently that the cathode and catholyte of an MFC contribute 
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around 50% of the internal resistance of the system while the anode only 
accounts for about 5% (Fan Sharbrough, and Liu 2008). This suggests that it is 
the ohmic loses of the cathode that contributes to the reduction in power 
production more than any other factor. 
2.10 Designing an MFC 
There are many inherent challenges in designing an efficient microbial fuel 
cell. Construction, materials, and the architecture must maximize power 
generation, yet minimize cost and be applicable to real world and future use of 
the technology. There are three major elements of an MFC; the anode, cathode, 
and for certain designs, a membrane. Numerous variations in design that utilize 




There are eight properties that an anode material must fulfill to be 
applicable for use in a microbial fuel cell. It must be conductive, non-corrosive, 
non-fouling, porous, inexpensive, easy to make, applicable to larger size systems 
and contain a large Surface area. Conductivity is one of the most important 
attributes of these materials because electrons must flow through the material 
from the point of transfer by the microorganism to the collection point. While 
many metals fit this important characteristic, they fall short in applicability due to 
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their corrosive nature and lack of a suitable surface for bacteria attachment. The 
use of carbon-based electrodes is very common in MFC research for they meet 
much of the criteria stated above (Logan 2008). 
Carbon cloth and carbon paper are used frequently throughout the 
literature because they provide increased conductivity and facilitate bacterial 
growth (Logan 2008). Reticulated vitreous carbon (RVC), which is a very porous 
foam made from glass-like carbon with high electrical conductivity, has also been 
used as both a cathode and anode by researchers (He, Minteer, and Angenent 
2005). Although this material provides high surface areas, it can be very brittle 
and create new problems for the system. 
Graphite is a carbon based material that is used in microbial fuel cells 
because it is durable and has easily definable surface areas due to low internal 
porosity (Chaudhuri and Lovley 2003; Liu, Ramarayanan, and Logan 2004). 
Graphite can be utilized in many different forms including plates, sheets, and 
rods. A comparison was completed on the power production of graphite rods, 
felt, and foam in identical MFC systems. Graphite felt produced large power 
densities because it contained almost 3 times more surface area than that of the 
graphite rod (Chaudhuri and Lovley, 2003). However, when current production 
was normalized to surface area, the felt and rod had comparable values of 28 
mA/m2 and 31 mA/m2 respectively. The graphite foam produced the greatest 
power density of 74 mA/m2; attributed to more cells attaching to the foam 
because of its structure (Chaudhuri and Lovley, 2003). This conclusion 
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accentuates the importance of material choice on the overall performance of the 
MFC. 
Graphite granules were first used by Rabaey et al (2005b) in a tubular 
MFC design. Granules are small pieces of graphite, usually 1.5-5 mm in 
diameter that can be used for both the anode and cathode. Although the 
granules are electrically conductive, there must be consistent contact between all 
the pieces for current to be efficiently transported through them to the collection 
point. A graphite rod can be placed within the granules to help maintain this 
contact as well as provide a connection for the wiring of the MFC (Rabaey et al. 
2005b). Graphite granules have been used in multiple packed bed reactor MFC 
architectures in the literature (Aelterman et al. 2006a; Rabaey et al. 2006, 
Clauwawert et a.L 2007b). 
New anode materials, designs, and methods have been researched in 
recent years to maximize the surface area available for bacteria to colonize. A 
graphite fiber brush (2.5 cm outer diameter and 2.5 cm length) was first used by 
Logan et al. (2007) to achieve a surface area of 0.22 m2. The fibers were 7.2 
urn in diameter and wrapped with titanium, a non-corrosive metal, using normal 
industrial brush machines. . A larger brush (5 cm in diameter and 7 cm long) 
provided 1.06 m2 of surface area. Because these brushes have a porosity of 
95% and 98% respectively, minimal volume is used to house them within the 
MFC. In a cylinder MFC (described in section 2.10.2), these brushes produced a 
2400 mW/m2 power density, normalized to cathode surface area (Logan et al. 
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2007). This is one of the highest power densities that have been published in the 
literature to date. 
This high power density of the brush is also attributed to an ammonia 
treatment prior to use in the MFC (Logan et al. 2007). This energy intensive 
treatment process involves heating the material to 700° C for an hour in a 5% 
NH3 helium gas. The positive surface charge of the material is increased due to 
the formation of nitrogen-containing surface functional groups. Acclimation time 
was reduced by 50% and power density increased from 1640 mW/m2 to 1970 
mW/m2 after treatment. This ammonia treatment provides new material 
characteristics that result in better and faster bacterial adhesion and improved 
electron transfer at the anode (Cheng and Logan 2007). 
Metals and metal coatings have been researched as possible anode 
materials to improve MFC performance. Iron oxide-coated electrodes were 
compared to porous carbon paper and although the iron oxide electrode (30 
mM/m2) did perform better than the regular carbon paper (8 mW/m2); ah 
electrode with a biofilm transplanted from a working MFC produced 40 mW/m2. 
The iron coating did not increase maximum power; however it did decrease the 
acclimation time for the bacteria (Kim, Min and Logan 2005). An anode utilizing 
Mn 4+and a substrate of sewage sludge with the bacteria E. coli, outperformed 
plain graphite 1000 fold (788 mW/m2) (Park and Zeikus 2003). Stainless steel, 
titanium, tungsten, and aluminum oxide have also been tested for anode 
applications. Tungsten was the only material to decrease acclimation time, 
similar to the iron oxide-coated electrodes, and also had little effect on power 
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production. Use of the other metals resulted in negative effects on the power 
production of the MFCs (Logan 2008). 
In recent years, the anode potential has been researched as an aspect of 
design that can be altered to increase power production. As discussed in the 
thermodynamics section and equation (2-1) of this paper; if the energy gain for 
the bacteria can be increased, they are more likely to use the electrode as the 
TEA. A potentiostat is used to input potential to the anode to increase power 
production. The lower the anode potential is, the less energy available per 
electron transferred for cell growth and maintenance (Aelterman et al. 2008b). 
However if this method is used, the MFC system will need an energy input. 
It can be difficult to directly compare anode materials when trying to 
determine what materials are ideal for use in an MFC. For example, if the overall 
internal resistance of the system is too high, increasing the anode surface area 
or changing the material may not affect the power output of the cell at all 
because the internal resistance is controlling the system (Logan 2008). Caution 
must be used in drawing conclusions on the applicability of materials and designs 
in MFC systems. 
Cathode. 
Research on MFC cathodes has been increasing in recent years. With 
the use of graphite brushes and other such high surface area materials, the 
anode is no longer a limiting factor for power production. The cathode posses 
the biggest challenges in design and materials because electrons, protons, and 
oxygen must all be transported to the area and react with a catalyst. An effective 
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cathode must be constructed from conductive material containing a catalyst and 
be in contact with the anode substrate and air. All of the carbon based materials 
discussed in the previous section for applications as an anode can also be used 
as cathode material, with the addition of a catalyst. 
Two of the most commonly used cathode materials are carbon paper or 
carbon cloth. When used in a single chamber MFC, these materials will be wet-
proofed due to the architecture of the system. The carbon paper and cloth can 
be purchased with a Platinum (Pt) catalyst already applied to the surface or this 
can be done in the laboratory by the researcher. A paste is created by 
combining a chemical binder, such as 5% Nation liquid solution and a Pt/carbon 
powder product and is then applied to the material being utilized as the cathode 
(Cheng, Liu, and Logan 2006c). Research has indicated that this 'homemade' 
cathode, using the Pt/carbon/Nafion paste, increased power by 68% over a 
system using a purchased cathode with catalyst (Liu, Cheng, and Logan 2005). 
The use of platinum at the cathode of MFCs increases the cost of this 
technology. Cobalttetramethoxyphenylporphyrin (CoTMPP) has been found to 
be a cheaper alternative to platinum as a catalyst on the cathode. The maximum 
power produced using CoTMPP was only 12% less than the power produced 
using a high Pt loading of 0.5 mg/cm2. This same study found that Pt loadings 
can be reduced to 0.1 mg/cm2 with only a 19% reduction in power production. 
Using CoTMPP or reducing the amount of platinum catalyst at the cathode can 
be cost saving options for MFCs with minimum reductions in power production. 
(Cheng, Liu, and Logan 2006c). A further study in 2007 found that using Iron 
33 
phthalocyanine on Ketjen black carbon as a catalyst at the cathode actually 
performed better that platinum in a cylinder single chamber MFC design (Yu et 
al. 2007). Research will need to continue into the future to find more sustainable 
and cost effective catalysts that can be used at the cathode. 
In a single chamber MFC system, the anode is located in an anaerobic 
chamber with the substrate while the cathode is in contact with both the substrate 
and open air (described further in section 2.10.2). To reduce oxygen diffusion 
through the cathode to the anode compartment, diffusion layers can be applied to 
the air-facing side of the material. Oxygen diffusion results in lower coulombic 
efficiencies (CE) due to loss of the substrate through aerobic degradation. 
Diffusion layers allow for oxygen to reach the cathode to complete the reaction 
with protons and electrons while limiting water loss and excessive oxygen 
diffusion into the anode compartment. Polytetrafluoroethylene (60%) can be 
applied as a diffusion layer and increase CE values by as much as 171% (Cheng, 
Liu, and Logan 2006a). 
New innovations in cathode construction have yielded tubular and 
biological cathodes. Tubular cathodes are made from ultrafiltration membranes, 
which have been used in water and wastewater treatment. These high surface 
area materials are coated with graphite paint on the air-facing side of the material 
to provide electrically conductivity. A catalyst, such as CoTMPP, is then added 
to the cathode. Using a graphite fiber brush as the anode and 2 tubular 
cathodes, a power density of 17.7 mW/m3 (normalized to reactor volume) was 
produced. While internal resistance of this system was greater, CE values were 
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in the range of 70-74% (Zuoet al. 2007), Anion exchange membranes have also 
been studied in this same MFC set up and performed better with a power density 
of 728 mW/m2 (Zuo, Cheng, and Logan 2008). Both of these membrane 
cathodes are promising developments in cathode research which can improve 
power densities of MFCs as well as create scalable systems. 
Clauwaert et al. (2007) were the first research group to demonstrate the 
possibility of biocathodes while researching denitrification in MFCs. Through the 
use of a tubular MFC, with an internal cathode using a Cation exchange 
membrane, microorganisms at the cathode used electrons supplied by the 
microorganisms at the anode to produce a power density of 4mW/m3 (normalized 
to the cathode chamber volume) while removing organics in both compartments 
(Clauwaert et al. 2007b). This research continued by testing a biocathode in a 
non-denitrification MFC. This system combined a tubular anode with a 
continuously wetted cathode, open to the air and produced 83 W/m3 from a batch 
system (Clauwaert et al. 2007a). Application of such cathodes could eliminate 
the need for chemical catalysts at the cathode of an MFC. 
Membranes. 
Membranes are used extensively in hydrogen fuel cells to separate the 
hydrogen and oxygen while allowing proton transfer within the system. They 
have a similar application in microbial fuel cells for separating two components 
while allowing proton exchange. However, membranes are only used in two 
chamber MFC systems. It was found by Liu and Logan in 2004 that a single 
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chamber MFC lacking a membrane performs better than a single chamber using 
a membrane fused to the cathode (Liu and Logan 2004). 
In two chambered systems, cation exchange membranes, anion exchange 
membranes, and ultrafiltration membranes have all been researched. Cation 
exchange membranes (CEM), also called proton exchange membranes (PEM), 
are the most commonly used type of membrane; specifically a Nation 117 
Dupont brand. These membranes were developed for use in hydrogen fuel cells 
thus they are designed to create a conductive environment. However they were 
not designed for the saturation conditions of an MFC, and therefore do not have 
the same efficiencies as those in a hydrogen fuel cell (Logan 2008). Membranes 
such as Nation, help increase the coulombic efficiency of the system (Kim et al. 
2007). However, Nation has a high oxygen diffusion transfer coefficient and has 
the tendency to transfer not only protons through the membrane (Kim et al. 2007; 
Rozendal, Hamelers, and Buisman 2006; Chae et al. 2008). PEMs still transfer 
other positive cations such as Na+, K+, NH4+, Ca2+, and Mg2+. These species can 
be responsible for the positive charge transfer to the cathode rather than protons 
and were found in 105 times higher concentrations than protons at the cathode. 
This can cause the pH in the anode compartment to decrease as the pH at the 
cathode increases (Rozendal, Hamelers, and Buisman 2006). This change in pH 
can affect the bacterial respiration of the anode compartment. 
The major disadvantages of using membranes in MFC systems are cost 
and fouling. Membranes are expensive and would be impractical for larger MFC 
systems. Fouling can cause oxygen and substrate diffusion between the 
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chambers as well as a decrease in proton transport. Membranes also increase 
the internal resistance of the system which can decreases power production 
(Logan2008). 
Catholvte. 
When air is not used at the cathode, a catholyte must be used instead of a 
catalyst to facilitate the reaction. Common catholytes used in literature are 
ferricyanide, hexacyanoferrate, permanganate, and iron. Although these 
catholytes have provided some of the highest power densities in the literature; 
they must be chemically regenerated or replaced after use in the MFC (Logan 
2008). All of these catholytes are made from unsustainable materials and could 
never be used for a full scale application of the technology due to cost, large 
volumes, and toxicities. 
2.10.2 Architecture 
There are a large variety of microbial fuel cell designs that have been 
utilized in research. MFC design is controlled by the application that it will be 
used in. Basic MFC designs can be used to study small aspects of the microbial 
fuel cell system or to test one specific parameter. However, these systems will 
generally not result in power densities comparable to the most efficient systems 
that have been constructed. These highly efficient systems have been designed 
solely for the purpose of maximizing power production of the microbial fuel cell 
system. Each group of researchers has a preferential design and materials that 
are used in testing. 
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Two Chamber MFC. 
The most basic MFC design is a two-chambered system, illustrated and 
described in section 2.5 (Figure 2.2). These systems consist of two chambers 
separated by a PEM. The anode chamber is filled with an organic substrate and 
anode, while the cathode chamber is filled with a catholyte and cathode. Three 
different studies using the same two chamber, 310 mL anode volume (PEM, 
carbon paper electrodes, with Pt catalyst) produced maximum power densities of 
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up to 45 mW/m2 (Min et al. 2005; Oh, Min and Logan 2004, Oh and Logan 2006). 
A cheaper alternative that can be used in place of a PEM is a salt bridge, made 
from agar and salt (Logan 2008). While this two chamber system is a good 
option for simple demonstrations of the MFC technology, this design cannot 
compete in power production with a system using a PEM or a single chamber 
system. 
Water sparaged with air can be used in the cathode chamber, however 
other more efficient catholytes, such as phosphate buffer solution are often used. 
This solution has increased ionic strength and helps to maintain pH of the system 
(Min et al. 2005). Injecting air into the cathode compartment can help the 
cathode reaction and increase power production by 15.8% (Oh and Logan 2006). 
The nutrient medium often used in laboratory settings as organic matter in the 
anode compartment, can also serve as the catholyte in two chambered systems 
(Oh, Min, and Logan 2004; Oh and Logan 2006). When these substances are 
used, a catalyst must be applied to the cathode. As stated above, these systems 
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have limited power production due to the electrode spacing and the proton 
transfer efficiency of the PEM. 
Non-sustainable chemical catholytes such as ferricyanide and 
permanganate can be used to increase power production. Ferricyanide 
increases mass transfer efficiencies and creates a larger cathode potential (Oh 
and Logan 2006; Oh, Min and Logan 2004). One o the largest power densities 
reported, 4310 mW/m2, was achieved using ferricyanide (Rabaey et al. 2004). 
Permanganate also creates a higher cathode potential and has been shown to 
outperform ferricyanide in power density results (Logan 2008). 
Power production in two chamber MFCs can also be increased by 
changing the size of the PEM, anode, and cathode. A larger PEM can help 
increase proton transfer, however oxygen diffusion will result in a loss of 
substrate to aerobic processes and decrease the coulombic efficiency of the 
system (Oh and Logan 2006). The surface area of the PEM limits power 
production when the surface area is smaller than that of the electrodes; however 
when the PEM surface area is of sufficient size for the system, power output is 
proportional to the cathode surface area (Oh and Logan 2006). Results of any 
research must be analyzed closely due to the numerous influencing factors upon 
power production. 
Single Chamber MFC. 
Single chamber MFC systems are more efficient and applicable to uses 
outside laboratory research. In these systems, there is only an anode 
compartment; the cathode compartment becomes the open air around the MFC. 
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Generally, a cathode with platinum catalyst is open to the air on one side while 
maintaining contact with the substrate in the anode compartment on the other 
side to allow proton transport. 
One of the most common single chamber MFC designs that is used in the 
literature was designed by Liu and Logan (2004) to test the necessity of a PEM. 
The single chamber system is a cylinder with a 28 mL empty bed volume (4 cm 
long with a 3 cm diameter). It uses a carbon paper anode on one side of the 
chamber with a carbon cloth cathode on the opposite side which is exposed to 
air. This carbon cloth is wet proofed and has a 0.5 mg/cm2 Pt loading that faces 
the liquid-side of the reactor. Using wastewater as the substrate, 146 ± 8 mW/m2 
was produced with no membrane present. While the coulombic efficiencies of the 
system were reduced from 40-55% to 9-12% without a CEM due to oxygen 
diffusion into the system, this demonstrated that the absence of a membrane 
improves power densities (Liu and Logan 2004). 
Optimum space between the anode and cathode of this design was 
determined to be 2 cm. This spacing reduced the internal resistance of the 
system from 161Q for 4 cm spacing to 77 D and produced a power density of 
1210 mW/m2. Both the cathode and anode potentials were increased as well; 
improving the coulombic efficiency of the MFC (Liu, Cheng, and Logan 2005). 
Electrode spacing of 1 cm caused a drop in power density due to oxygen 
diffusion to the anode, however when advective flow was used within the system 
power density was increased to 1540 mW/m2. This flow from the anode to 
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cathode helped reduce the oxygen diffusion that resulted from minimal electrode 
spacing (Cheng, Liu, and Logan 2006b). 
Other improvements can be applied to this cylinder MFC design, which 
have been discussed already in section 2.6.5. Graphite brushes with or without 
an ammonia treatment can replace the anode carbon cloth to increase power 
production (Logan et al. 2007; Cheng and Logan 2007). Diffusion layers can 
also be added to the air cathode as well as using CoTMPP instead of platinum 
for the cathode catalyst (Cheng, Liu, and Logan 2006c). Tubular cathodes can 
be utilized in this system as well in place of the carbon cloth cathode (Zuo et al. 
2007). 
Plate MFC. 
A variation on this basic single chamber MFC design has been the 
construction of a plate microbial fuel cell; similar to designs used in hydrogen fuel 
cells. This MFC is made of two non-conductive plates with a serpentine channel 
cut out of each to allow the flow of substrate on one side and the flow of air on 
the other side. The cathode is a hot-pressed PEM and carbon cloth with Pt 
combination that is placed in between the two plates and the anode is a carbon 
paper. This system produced 56 mW/m2 from a domestic wastewater substrate 
and reached 309 mW/m2 using acetate. This system did not operate as 
efficiently as the cylinder MFC, possibly because the proximity of the anode and 
cathode was too close, causing oxygen diffusion into the anode region (Min and 
Logan 2004). 
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A 2008 design by Liu et al. combined the cylinder design and 
characteristics of the plate MFC to construct a large MFC of 520 ml_. The anode 
compartment contains baffles which allow for a plug-flow type treatment system. 
The carbon cloth anode was attached to all surfaces of this baffled compartment, 
totaling 757 cm2 in surface area. The cathode (Pt catalyst, wet-proofing, and 4 
diffusion layers) was placed on top of the anode compartment and sealed with a 
plastic cover with holes drilled to allow oxygen diffusion. This system produced 
520 mW/m2 in batch mode, and 695 mW/m2 in continuous flow mode. Increasing 
the anode surface by using graphite granules and graphite brushes, in this 
design, had little effect on power due to the cathode limiting power production 
(Liu eta). 2008). 
Tubular MFC. 
Tubular MFCs can be single or two chamber designs and use oxygen or 
chemical catholytes in the system. A single chamber tubular MFC was made by 
Liu, Ramarayanah, and Logan (2004) and used wastewater as a substrate. This 
MFC was made by hot pressing a PEM to a carbon cloth with Pt catalyst and 
placing it around a tube with holes drilled into it to allow oxygen transfer. Eight 
graphite rods were placed around this tubular cathode and the system was 
enclosed by a plastic chamber. The tubular cathode was open on each end to 
allow oxygen diffusion to the cathode while the wastewater was fed continuously 
to the system. A maximum power density of 26 mW/m2 was produced in this 
continuous flow system. When air was forced through the cathode, power 
production was reduced; reiterating the problems caused by increased levels of 
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oxygen diffusion into the anode compartment of an MFC (Liu, Ramarayanan, and 
Logan 2004). 
Glass beads and wool were also used as separation in a two chamber 
column MFC lacking a membrane. Artificial wastewater was fed through an 
anode chamber with graphite felt, through the glass beads and wool, to the 
cathode chamber containing graphite felt and sparaged with air. This system 
only produced 1.3 mW/m2; with the limiting factor most likely being the mass 
transfer of protons between the two electrodes (Jang et al. 2004). A similar 
system was constructed using graphite rods in place of graphite felt for both the 
anode and cathode. A maximum power density of 10.9 mW/m2 was reported 
(Ghangrekar and Shinde, 2007). The glass beads and wool have also been 
replaced with a perforated polyacrylic plate in other MFC designs (Moon et al. 
2005; Moon, Chang, and Kim 2006). Tubular systems using graphite granules 
have been used by multiple researchers in the literature as well. These systems 
generally use the graphite granules for the anode with a PEM/carbon cloth 
system encapsulating the granules (Clauwaert et al 2007a; You et al. 2007). A 
catholyte can be applied to the outside of these cathodes to improve power 
production (Rabaey et al. 2005c). 
Microbial Fuel Cells in Series. 
Many of the different MFC designs can be operated in series in a variety 
of different configurations. A cassette electrode MFC consists of 12 separate 
MFC systems, termed 'cassettes'. Each cassette consists, from left to right, of 
an anode, PEM, cathode, plastic frame to allow air to reach the cathode, 
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cathode, PEM, and anode. In total this system produced a maximum of 899 
mW/m2 (Shimoyama et al. 2008). For treating larger volumes of organic 
substrate, the best option for MFCs could be this compartmentalization of the 
volume. Greater power densities can be produced wjth multiple smaller units 
placed in a series-parallel configuration (leropoulos, Greenman, and Melhuish 
2008). Interestingly, a parallel connection between multiple MFCs resulted in 
higher current, yet a series connection resulted in higher voltage (Aelterman et 
al. 2006a). 
In all of the above designs, wiring can be copper, titanium, or any other 
conductive material of choice. While copper is an easy option, it can be toxic to 
bacteria thus must be sealed to reduce this risk. 
2.11 Types of Substrates used in Microbial Fuel Cells 
There is a wide range of substrates that are acceptable candidates for use 
in microbial fuel cells for treatment and power production. In laboratory testing, it 
is common to see acetate and glucose used with additions of nutrients and buffer 
solutions. These substrates are used for optimum results, however many 
complex organic substrates can also be used. 
Domestic wastewater has been used in multiple MFC systems with 
success. With a basic cylinder MFC design, 146 mW/m2 was produced using 
wastewater with at a strength of 200-300 mg/L chemical oxygen demand (COD) 
(Liu and Logan 2004). In this same cylinder design, swine wastewater (8320 ± 
190 mg/L soluble COD) was treated and produced a power density of 261 
mW/m2. This system saw removals of both ammonia and soluble COD (Min et 
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al. 2005). Wastewater from a potato processing factory and a hospital (600-2300 
mg/L COD) were used in a study using a two chambered system with a chemical 
catholyte (Aelterman et al. 2006b). A brewery wastewater was used in the 
cylinder MFC design with the addition of a high buffer concentration solution of 
200 mM and produced 528 mW/m2 at a COD of 2250 ±418 mg/L (Feng et al. 
2008). MFCs have been found to also efficiently utilize proteins as a substrate. 
Bovine serum albumin (354 ± 10 mW/m2), peptone (269 ±14 mW/m2), and meat 
packaging wastewater (80 ± 1 mW/m2) were all treated in a single chamber 
system (Heilmann and Logan 2006). 
Steam-exploded corn stover biomass has been used in MFCs and 
produced power densities from 367-371 mW/m2 in conjunction with high 
biological oxygen demand (BOD) and COD removals (Zuo, Maness, and Logan 
2006). A synthetic acid-mine drainage water was tested in the cylinder MFC 
design as well and produced about 48% of the power that can be produced with 
acetate (Cheng, Dempsey, and Logan 2007). Another interesting application of 
MFC technology was in a sediment MFC, utilizing soil for the bacteria and 
organic source. This design was operated using rice plants and the 
rhizodeposits from the plant to produce power and increased power production to 
seven times what it had been without the presence of plants (Schamphelaire et 
al. 2008). Reed Mannagrass was also used in a similar design with promising 
results as a method of nondestructive harvesting of bioenergy that is carbon 
neutral. Research has begun to study algae as an organic substrate for MFCs 
with a maximum power density of 110 mW/m2 reported (Strik et al. 2008). 
45 
2.12 Other Types of Microbial Fuel Cells 
Microbial fuel cells can be utilized for more than just the production of 
direct electricity. Chang et al. (2004 and 2005) researched the use of MFCs as 
biological oxygen demand (BOD) sensors. MFCs could be a quicker and easier 
method to determine BOD through a linear relation of current and BOD 
concentrations (Chang et al. 2004). MFCs can also be designed for specific 
removal needs, such as a denitrification system (Clauwaert et al. 2007b). Odors 
from swine wastewater can also be controlled by using the wastewater in an 
MFC for power production as well as treatment. Volatile organic acids which 
cause the odors were reduced by 99.76% in an MFC with power densities of 228 
mW/m2 and 84% sCOD removals (Kim etal. 2008) 
2.12.1 Hydrogen Production 
MFCs can be employed for hydrogen production rather than direct 
electricity production. Hydrogen gas can be produced in greater amounts in an 
MFC than those from the current methods of fermentation and water electrolysis. 
In an MFC designed for hydrogen production, the cathode is sealed to eliminate 
air entering the system and a voltage is applied to the system. This energy input 
is necessary because hydrogen formation from acetate or other substrates is not 
a spontaneous process. Using a membrane-less basic cylinder design, with an 
applied voltage of 0.8 V, an overall energy efficiency of 78 % was reported (in 
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relation to the energy applied and the energy of the substrate) (Call and Logan 
2008). 
2.12.2 Sediment MFCs 
Marine sediments provide an ideal environment to operate a microbial fuel 
cell because the microorganisms, organic matter, and catholyte are all naturally 
present. Sediment MFCs employ the anaerobic bacteria that are naturally 
present to produce power by placing an anode in the anaerobic sediment. The 
organic matter in the sediment is used as the substrate for the MFC. The aerobic 
saltwater is used as the catholyte by placing a cathode in the ocean above the 
anode (Logan 2008). This microbial fuel cell is already in use in marine 
sediments at multiple locations and holds the most promise for easy and practical 
application of the MFC technology. 
2.12.3 MFCs for Bioremediation 
Electrodes can be used as electron donors as well as electron acceptors 
in an MFC, as discussed with the concept of biocathodes. This concept can be 
used for bioremediation of sediments using an MFC. Geobacteraceae was 
found to reduce nitrate and fumarate using a graphite electrode poised at a -500 
mV potential (Gregory, Bond, and Lovley 2004). Uranium groundwater 
contamination as well as perchlorate contamination have both been researched 
using MFCs (Logan 2008). 
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CHAPTERS 
METHODS AND MATERIALS 
3.1 Overview 
Laboratory testing was completed on all microbial fuel cell designs and 
involved both electrical generation evaluation and leachate characterization. An 
initial MFC was constructed in a square shape and will be called Square MFC. 
The MFC architecture evolved during research and an improved MFC was 
constructed with a cylindrical shape, which is termed Circle MFC for its cross-
sectional shape. Finally, a larger scale MFC was designed, built, and labeled 
Larger Scale MFC. Power density and polarization curves were created using 
electrical test methods. Temperature, dissolved oxygen (DO), pH, oxidation 
reduction potential (ORP), and conductivity were all measured along with 
chemical oxygen demand (COD), biological oxygen demand (BOD), total organic 
carbon (TOC), ammonia, alkalinity, nitrite, nitrate, sulfate, total phosphorus, 
phosphate, chloride, sulfide, and a suite of metals. Influent and effluent levels 
were measured for each cycle of the MFCs to determine percent difference. A 
microbial analysis was also completed on the landfill leachate and biofilm that 
formed on the anode of the MFC. 
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3.2 Materials 
3.3.1 Landfill Leachate 
Landfill leachate was collected from the Turnkey Recycling and 
Environmental Enterprises (TREE) facility in Rochester, NH. Influent from the 
landfill leachate treatment facility was used, as well as leachate directly from Cell 
III, Phases 1 and 2. The leachate treatment facility accepts leachate from three 
different cells of operation, labeled TLR I, II, and III. TLR I accepted waste from 
1979 until it was closed in1992, while TLR II accepted waste from 1990-1997. 
TLR III is currently accepting waste and the facility plans to close the cell in 2012. 
Phase 1 and 2 of TLR III were opened in 1995 and 1996 respectively, with a third 
phase opened in 1997. TREE personnel stated that a small portion of leachate 
collected from TLR III may have been saturating landfill gas wells prior to being 
transported to the pumping station. 
Leachate flow in a landfill is a dynamic system which can change at any 
time, resulting in changes in leachate characteristics. The leachate sampling 
location was changed multiple times due to the characteristics of the leachate, 
and the necessity for consistent values during sampling. At TLR III (Phase 1 and 
2), leachate was collected directly from the pumping station. At all locations, the 
leachate was transported in either 2 L or 19 L HDPE plastic containers and 
placed in the MFCs within an hour of arrival at UNH, with the exception of cycle 
7b of the Square MFC, and cycles 2b and 4b of the Circle MFC. In these cases, 
the leachate was stored at 8-9° C for 1 week prior to use. 
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3.2.1 Single Chamber Designs 
Square MFC. 
The anode chamber was constructed from Plexiglas (11 cm x 11 cm x 9 
cm) and sealed with aquarium grade 100% silicone. It had a total volume of 
1089 ml_ with a working volume of 1005 ml_, considering the space the anode 
consumed. The anode was constructed using a 10 cm x 10 cm x 0.9525 cm 
dense fine grain graphite plate and nine 0.48 cm diameter by 5.5 cm long 
graphite rods. The plate was cut into an x shape and the rods were attached with 
silver epoxy (EE129-4, Epo-tek) as illustrated in Figure 3.1. The anode had a 
total surface area of 276 cm2 (0.308 m2). 
Figure 3.1 Illustration of graphite anode used in Square MFC (not to scale) 
The cathode was composed of wet proofed woven carbon cloth coated 
with 1 mg/cm2 platinum with dimensions 10 cm X 10 cm (100 cm2). The carbon 
cloth (designation A, E-Tek) was purchased with 30% wet proofing to limit the 
release of substrate through the cloth. The platinum was purchased as 10% HP 
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Platinum on Vulcan XC-72, a carbon black powder. This mixture was combined 
with a chemical binder of Dupont dispersion, 5% (by weight) Nafion liquid 
solution to form a paste of 7uL-binder per mg-Pt/C catalyst (Cheng et al 2006c; 
Logan 2008). The paste was then applied to one side of the carbon cloth and 
allowed to dry for 24 hours at room temperature. The cathode sits 1 cm above 
the anode when installed. Silver epoxy (EE129-4, Epo-tek) was used to connect 
insulated copper wire to both the anode and carbon cloth. This system is 
pictured in Figure 3.2. 
J Figure 3.2 Picture of Square MFC 
An electrical breadboard was used for the wiring of this system. Alligator 
clips were attached to the ends of the anode and cathode wiring. These clips 
were then attached to the breadboard which contained a capacitor to 
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compensate for electrical noise within the system, a l Q resistor to compensate 
for the resistance of the data acquisition unit, and a 470 Q resistor to provide a 
load for the system. This resistance was based upon values found in literature, 
as well as the results of prior UNH research (Microcellutions 2007). The internal 
resistance of this system is 400-500 Q (discussed in the results). For optimum 
operation of an MFC, the external resistance should be equal to that of the 
internal resistance (Aelterman et al. 2008a). Thus the resistance was maintained 
at 470 Q and provided optimum power production. The breadboard and wiring 
are pictured in Figure 3.3. 
Figure 3.3 Electrical breadboard with wiring used in MFC operations 
Cylinder MFC. 
This MFC design was created after using the Square MFC system and 
therefore improved upon some of the aspects of that design. The anode 
chamber was made from a 1000 ml_ Nalgene plastic cylindrical container, with a 
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working volume of 934 ml_. The anode was constructed using a 11 cm x 11 cm x 
0.9525 cm dense fine grain graphite plate and nine 0.48 cm diameter by 7.5 cm 
long graphite rods. The plate was cut into an x shape and the rods were attached 
with silver epoxy (EE129-4, Epo-tek) as illustrated in Figure 3.4. The anode had 
a total surface area of 258 cm2 (0.258 m2). 
! 
I h ' | . 








Figure 3.4 Illustration of graphite anode used in Circle MFC (not to scale) 
The cathode was composed of wet proofed woven carbon cloth coated 
with 1 mg/cm2 platinum with an inside diameter of 10 cm and an area with 
diameter of 8 cm exposed to air (50 cm2). The carbon cloth (designation A, E-
Tek) was purchased with 30% wet proofing to provide containment of the 
leachate. The cathode was constructed in the same manner as the Square 
cathode. The center of the pre-fabricated lid of the plastic container was 
removed and the cathode was sealed in place using aquarium grade 100% 
silicon. The cathode sits 1 cm above the anode when installed. Silver epoxy 
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(EE129-4, Epo-tek) was used to connect insulated copper wire to both the anode 
and carbon cloth. Once the lid was tightened into place, this system was placed 
on its side to create constant contact between the cathode and leachate, as 
pictured in Figure 3.5. The wiring was identical to that used for the Square MFC. 
A small hole was drilled into the top of the MFC for leachate additions during the 
cycle time and was sealed when not in use 
Figure 3.5 Picture of Circle MFC 
Larger Scale MFC. 
A larger MFC was created to determine electrical output and treatment 
capabilities of a scaled up MFC. The anode chamber was made from a 5 gallon 
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high-density polyethylene bucket with a diameter of 28 cm and 34 cm height. 
There was a total volume of 1.89 L, with a working volume of 1.83 L. The anode 
was constructed using a medium extruded graphite plate 30.5 cm x 30.5 cm x 
0.635 cm and nine 1^ 27 cm diameter by 30.5 cm long fine extruded graphite 
rods. The plate was cut into an x shape and the rods were attached with silver 
epoxy (EE129-4, Epo-tek) as illustrated in Figure 3.6 The anode had a total 
surface area of 1,942 cm2 (1.942 m2). 
Figure 3.6 Illustration of graphite anode used in Larger Scale MFC (not to scale) 
The cathode was composed of wet proofed woven carbon cloth coated 
with 1 mg/cm2 platinum with a diameter of 30 cm (707 cm2). The carbon cloth 
(designation A, E-Tek) was purchased with 30% wet proofing to provide 
containment of the leachate and was constructed in the same manner as the 
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Square cathode. The cathode was allowed to float on the surface of the leachate 
to allow constant contact in this upright system. However, overlapping on the 
sides of the container was allowed to minimize air infiltration. The cathode sits 1 
cm above the anode when installed. Silver epoxy (EE129-4, Epo-tek) was used 
to connect insulated copper wire to both the anode and carbon cloth. This 
system is pictured in Figure 3.7. The wiring was identical to that used for the 
Square MFC. 
Figure 3.7 Picture of Larger Scale MFC 
3.3 Methods 
3.3.2 MFC Operation 
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Leachate was used as both the substrate and innoculum in this research. 
No additional anaerobic bacteria or nutrient were added to the system. Leachate 
was added and removed between cycles with caution to limit disturbance of any 
biofim formation on the anode. No cleaning was done between consecutive 
cycles of MFC operation so that continual growth of an exoelectrogen community 
could be achieved. 
Because of evaporation and utilization, the level of leachate in the Square 
MFC slowly decreased resulting in inconsistent contact between the cathode and 
leachate. When there is no contact between the cathode and leachate, protons 
released in the anode compartment cannot reach the cathode and the MFC 
reaction is not completed. The MFC was checked each week day and leachate 
was added to the MFC when necessary to reestablish contact. Data on these 
additions can be found on page 136 of Appendix A. Although the Circle MFC 
was more resistant to oxygen infiltration; there still appeared to be evaporation of 
the leachate through the carbon cloth cathode of this design, as well as 
utilization. An empty space would form at the top of the MFC, void of leachate 
and leachate was added as needed (frequency and volumes presented on page 
137 of Appendix A). The Larger Scale MFC had the same problems as the 
Square MFC. Additions of leachate were at greater volumes and frequency due 
to the large surface area of the cathode (Data on page 138 of Appendix A). 
A cycle of operation for these MFCs began with the addition of recently 
sampled leachate into system. The cycle ideally ended when voltage produced 
dropped below 50 mV. This voltage was chosen so that the microbial community 
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within the MFC could be sustained, yet batch conditions for effluent testing of the 
leachate could be created. Variations in ending voltage did occur due to testing 
and laboratory constraints. All efforts were made to take the MFC offline as 
close to 50 mV as possible to maintain consistency. 
3.3.3 Electrical Measurements 
Data Acquisition. 
A data acquisition unit was used with a desktop computer and software to 
measure and record data from the microbial fuel cells. A National Instruments 
(USB 6210) unit with 16 inputs, 16-bit, 250 kS/s, multifunction I/O was used to 
measure the voltage from the MFCs every 2 minutes during a cycle. This unit 
was connected to a computer with Labview 8.5 software that allowed the data to 
be stored in an Excel file for subsequent analysis. 
Power Density Curve. 
A RS-500 Elenco Electronics resistor box was used to vary external 
resistance of the system operating in open circuit voltage (infinite resistance) 
from 40.000Q to 10Q. Voltage was recorded for each resistance when readings 
had stabilized. A description of how the curves were calculated can be found in 
Section 4.2.4. 
3.3.4 Leachate Characterization 
For all measurements, data was recorded for the leachate prior to input 
into the MFC system and after treatment. Further description of residence times 
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can be found in the results section of this paper. All analyses were completed at 
UNH except for BOD, TOC, alkalinity, ammonia, chloride, nitrate/nitrite, 
phosphate, sulfate and total phosphorus. 
Probe Readings. 
Temperature (Celsius), pH, oxidation reduction potential (ORP) (mV), 
dissolved oxygen (mg/L and %), conductivity (mS/cm) and specific conductivity 
(|iS/cm) were all measured using a YSI 556 MPS probe. A YSI 5580 confidence 
solution (prepared by NCL of Wisconsin Inc.) was used before each analysis to 
determine if calibration was needed for ORP, pH, and specific conductivity. If 
calibration was needed for pH, a 3 point calibration was used with buffered 
solutions of pH 4 (YSI 2821), 7 (YSI 2822), and 10 (YSI 2823). A 10,000 uS/cm 
or 1,000uS/cm conductivity solution (YSI 2167, prepared by NCL of Wisconsin 
Inc.) was used to calibrate specific conductivity. ORP and DO did not require 
additional calibration during testing because the values remained in the 
appropriate range for the calibration solution. Instrument accuracy and precision 
data can be found on page 139 of Appendix B. 
COD. 
Chemical oxygen demand (COD) is an indirect measure of the amount of 
organic compounds in a substance. Organic compounds are fully oxidized under 
acidic conditions. Units for COD are mg/L of oxygen consumed. Hach Method 
8000, reactor digestion method (0-1500 ppm range) was used. This method is 
USEPA approved. Due to COD levels being high in this leachate, all samples 
were diluted 1 mL into 25 mL of reverse osmosis (RO) water prior to testing. 2 
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ml_ of sample were combined with the provided COD digestion reagent 
containing silver sulfate, sulfuric acid, demineralized water, chromic acid, and 
mercuric acid. The COD vials were then inverted gently several times to mix the 
contents and digested at 150°C for 2 hours using a Hach COD Reactor. The 
vials were allowed to cool to 120°C or less before removing them from the 
reactor and were then inverted several times while still warm and placed in a rack 
to cool to room temperature. A Hach DR/2400 Portable Spectrophotometer was 
used to measure the COD concentration using the High Range COD program. 
This test was run with triplicate samples and a blank. Instrument accuracy and 
precision data can be found on page 139 pf Appendix B. 
BOD. 
Biochemical oxygen demand (BOD) measures the amount of molecular 
oxygen that is utilized during a period of time for the degradation of organic 
matter. This is a common test to predict the oxygen demand associated with a 
substrate released into a water body. BOD concentrations can cause oxygen 
depletion in the receiving water and thus negatively affect the ecosystem. It can 
be used to determine the treatment efficiencies of processes meant to improve 
the quality of a wastewater prior to release. 
This testing was completed according to Standard Method 5210 B. An 
airtight bottle is completely filled with sample and incubated for 5 days at a 
specified temperature. Dissolved oxygen is measured initially and after 
incubation and BOD can then be calculated from this data. Reagents, seeding, 
and dilutions are utilized to complete the pre-treatment and test (Clesceri, 
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Greenberg, and Eaton 1998). Instrument accuracy and precision data can be 
found on page 140 of Appendix B. 
'..'" TOC. 
Total organic carbon (TOC) is the amount of organic carbon in a 
substrate, independent from the oxidation state of any matter and inorganics that 
can contribute to BOD and COD measurements. EPA method 415.1 was used 
for this testing. Organic carbon is converted to carbon dioxide by catalytic 
combustion or a wet chemical oxidation. This carbon dioxide can then be 
measured by an infrared detector or by a flame ionization detector once it has 
been converted to methane. These amounts are directly proportional to the 
concentration of organic carbon in the sample (Clesceri, Greenberg, and Eaton 
1998). Instrument accuracy and precision data can be found on page 140 of 
AppendixB. 
Ammonia. 
Ammonia is a constituent of concern for recirculation of leachate as well as 
for effluent quality. Receiving waters can be overburdened with high nitrogen 
concentrations from ammonia levels in landfill leachate. Standard Method 4500-
NH3 D was utilized to complete this testing. An ammonia-selective electrode is 
used with a hydrophobic gas-permeable membrane to separate the electrode 
internal solution of ammonium chloride from the sample solution (Clesceri, 
Greenberg, and Eaton 1998). Instrument accuracy and precision data can be 
found on page 140 of Appendix B. 
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Alkalinity. 
Alkalinity is the acid-neutralizing capacity of a substrate, which is the sum 
of all of the titratable bases. Standard Method 2320 B was used to determine 
alkalinity levels. A titration curve is recorded through successive small additions 
of titrant and the corresponding pH (Clesceri, Greenberg, and Eaton 1998). 
Instrument accuracy and precision data can be found on page 140 of Appendix 
B . • ' . ' • • 
Nitrate, Nitrite. Sulfate, and Chloride. 
These tests were administered according to EPA Method 300.0 A. A 
small volume of sample is placed in an ion chromatograph and the anions of 
interest are separated and measured. This is completed by a system containing 
a guard column, suppressor device, and conductivity detector (Pfaff 1993). 
Instrument accuracy and precision data can be found on page 140 of Appendix 
B. 
Total Phosphorus and Phosphate. 
These tests were completed according to EPA Method 365.3. Antimony 
potassium tartrate and ammonium molybdate react with dilute solutions of in an 
acid medium to form an antimony-phospho-molybdate complex. A blue-colored 
complex is created by reducing this complex using ascorbic acid. 
Polyphosphates and some organic phosphorous compounds can be converted to 
orthophosphates by sulfuric acid hydrolysis or persulfate digestion. The blue 
color of the final complex is proportional to the concentration of the substrate 
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(USEPA 2009). Instrument accuracy and precision data can be found on page 
140 of Appendix B. 
Sulfide. 
Sulfide is an important constituent to examine for it can cause odor issues 
when it forms hydrogen sulfide. Gaseous hydrogen sulfide can be toxic and if it 
is oxidized biologically to H2SO4; it can corrode metals and become toxic to 
organisms. Testing was completed using the Hach method 813, Methylene Blue 
Method, equivalent to USEPA Method 376.2 and Standard Method 4500-S2 D. A 
clean sample cell was filled with 25 ml_ of sample and 1.0 mL of Sulfide 1 
Reagent (Demineralized water and sulfuric acid) was added. The cell was 
swirled to mix and 1.0 mL of Sulfide 2 Reagent (Demineralized water and 
Potassium Dichromate) was then added to the cell and immediately mixed by 
swirling again. The cell was allowed to react for 5 minutes and then sulfide levels 
were read using a Hach DR/2000 Direct Reading Spectrophotometer. Method 
690 was used at a wavelength of 665 nm. This test was run in triplicate and a 
blank was also run. Instrument accuracy and precision data can be found on 
page 139 of Appendix B. 
Total Metals Analysis. 
Inductively Coupled Plasma-Atomic Emission Spectroscopy (ICP-AES) 
was used to detect inorganic (trace) metals in the Total Metals Analysis test. A 
Varian Vista AX machine was used following the EPA method 601OC. Samples 
were digested following EPA method 3052 for microwave assisted acid digestion. 
Teflon coated HDPE reaction vessels were filled with 50 mL of HNO3 Microwave 
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Cleaning Solution and placed in the microwave acceleration reaction system 5 
(MARS5). An entire digestion cycle was completed and the containers were 
cleaned with demineralized water and allowed to dry. 45 ml_ of sample were 
then placed in the reaction container and 5mL of high purity 70% nitric acid were 
added to the sample. This mixture was allowed to react for about 5 minutes 
before being sealed and digested in the microwave acceleration reaction system 
5 (MARS5). The temperature was increase from ambient to 180° C in 10 
minutes, then held at this temperature for 10 minutes. The sample was then 
allowed to cool before removal. Samples were run in triplicate and a blank was 
also run. 
Samples were analyzed for the presence and concentration of aluminum, 
arsenic, antimony, barium, beryllium, cadmium, calcium, cobalt, chromium, 
copper, iron, potassium, magnesium, manganese, nickel, selenium, silver, 
sodium, strontium, thallium, vanadium, and zinc. NIST standards, calibration 
blanks, and calibration verifications were used for each analysis to ensure quality 
of the data. The calibration verifications and NIST standards were included at 
least every 20 samples to ensure the calibration remained consistent over the 
entire analysis, and that various labs, conducting the same trace metal analysis 
were detecting similar concentrations of the same solution. Solution matrix 
spikes were performed to make sure elemental interferences were not affecting 
the detection capabilities of the analysis. Aluminum, antimony, beryllium, 
calcium, cadmium, magnesium, potassium, sodium, and thallium results could 
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not be used for analysis because the concentrations were not in the range of 
80%-120% of the calibration verification solution values. 
3.2.2 Microbiology 
Microbial analysis was completed by David B. Ringelberg of the US Army 
Corps of Engineers as the Cold Regions Research and Engineering Laboratory, 
Engineer Research and Development Center. Leachate samples were cultured 
by spread plating 100 ul onto R2A, TSA, NA and PTYG agar as well as 
incubating"! 00 |il in the respective broths to enrich cells for total lipid fatty acids 
analysis (TLFA), terminal restriction fragment length polymorphism (T-RFLP) and 
MIDI analysis (MIDI is a rapid microbial identification system developed by MIDI 
Inc.). 
A TLFA was completed by filtering 50 mL of leachate sample onto a 0.02 
|im anodisc inorganic membrane filter. This provided a good biomass for 
analysis. The filter was extracted in 3.8 ml total volume of CHCL3:MeOH:H20 
(1:2:0.8, v:v:v), followed by a separation of the phases with an additional 2 mL of 
CHCL3:H20 (1:1, v:v). The fatty acids were then transesterified into methyl 
esters with 2 mL of CHCI3:MeOH:HCI (1:10:1, v:v:v) at 100°C for 1 hour. The 
fatty acid methyl esters were recovered in 2 mL hexane:CHCl3 (4:1, v:v) and 
analyzed by GC/MS. 
T-RFLP was then completed with a filtered 50 mL sample. DNA was 
extracted using a MOBIO microbial DNA kit, followed by amplification of 16S 
rDNA using primers 27F-926R. The amplicon was purified with the Qiagen PCR 
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kit, then digested with restriction enzymes Hhal, Mspl and Rsal. The digests 




RESULTS AND DISCUSSION 
4.1 Introduction 
Microbial fuel cells were successfully operated using landfill leachate 
throughout the data collection of this research. Testing and analysis were 
completed using all three microbial fuel cell designs. Three sets of data were 
obtained; electrical production, leachate treatment, and microbial 
characterization. The MFCs were operated in batch mode and data was 
collected for each cycle of operation; referred to as 'cycle' in the following 
sections and will be consecutively numbered, starting with 1. Three different 
locations of leachate sampling were used for MFC operations. Leachate taken 
directly from the influent to the landfill leachate treatment facility is designated 'a'. 
Leachate taken from closed cell, TLR III, Phase 1 is designated 'b' and leachate 
f . ' • • . • ' . • • • ' . - • • • . . 
from closed cell TLR III, Phase 2 is designated 'c\ 
4.2 Power Production 
4.2.1 Square MFC 
Initial testing of the Square MFC was completed in January and February 
2008 using leachate from the influent of the leachate treatment facility (a). Three 
continuous cycles of operation were completed and voltage was plotted versus 
• 6 7 ' • 
time in Figure 4.1, 4.2 and 4.3. The variable voltage readings are a result of the 
design of this particular MFC and the additions of leachate that were required 
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Note: Arrows indicate additions of leachate to the cell (see Appendix A for volumes) 
Total cycle time was 17.8 days, only 12.5 days shown here 
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Figure 4.3 Square MFC, cycle 3a, voltage vs. time (2/11/08 - 2/22/08) 
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Table 4.1 summarizes the dates and voltages for the start, peak, and end 
of each cycle of the MFC. Cycle time was varied from 11 days to 18 days. With 
each consecutive cycle of the Square MFC, the peak voltage increased from 349 
mV to 421 mV and then to 438 mV. These results suggest that a microbial 
community conducive to extracellular electron transfer was becoming established 
within the MFC over time. Exoelectrogens have a competitive advantage in 
microbial fuel cells due to their ability to use the anode material as a terminal 
electron acceptor. This population can increase over time and therefore increase 
the amount of electron transfer in the system. 
Each of the voltage versus time plots mimic the phases that are typical in 
bacterial growth. The growth process begins with a lag phase as bacteria 
become accustomed to the environmental conditions and little growth is 
observed. This phase is followed by exponential growth of the microbial 
population and then a stationary phase where little growth is seen, but living cells 
are maintained. Lastly, a negative growth phase occurs if no new nutrients and 
carbon source are supplied to the bacteria. This batch process is how the MFCs 
were operated. Electricity generation in Figures 4.1, 4.2 and 4.3 followed the 
growth and establishment of the bacteria that are transferring the electrons. The 
absence of a lag phase could be a result of an existing microbial community 
within the system (no cleaning of the MFCs were conducted between 
consecutive cycles of operation). Qnce these bacteria begin to die due to the 
exhaust of the carbon source and/or nutrients in the leachate, electricity 
generation begins to decrease as well. 
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Table 4.1 Summary of voltage production for Square MFC, cycles 1a - 3a 
Start Date 
Start Voltage (mV) 
Peak Voltage Date 
Peak Voltage (mV) 
Time to Peak Voltage (days) 
Date of End Voltage 
End Voltage (mV) 




























Further testing was completed on the Square MFC from August to 
October 2008. Landfill leachate from TLR III, Phase 1 (b) was used for these 
cycles. Plots of the electricity produced in voltage versus time are shown in 
Figures 4.4, 4.5, 4.6, and 4.7. Each of these graphs mimics bacterial growth 
similar to cycles 1a-3a. Additions of leachate were also made during these 
cycles to compensate for evaporation and the data can be found on page 136 of 
Appendix B. Figure 4.5 shows more variation in the voltage values than previous 
cycles. After evaluation, it was found that this voltage variability was because of 
corrosion of the silver epoxy and wiring as well as inconsistent contact between 
the cathode and leachate. This problem was resolved by constructing a new 
cathode that was used in cycles 6b and 7b. 
Table 4.2 summarizes the results for cycles 4b - 7b. Peak voltages for 
these cycles were higher than those of 1a-3a. Each cycle's voltage peaked over 
500 mV, which could have resulted from different leachate characteristics or a 
different initial microbial community in the leachate. Total time for cycles 6b and 
7b were significantly shorter than those of the first two cycles. This could be due 
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to a steep decrease in COD levels of the influent leachate (shown in Table 4.12 
and 4.13 and discussed in a subsequent section). 
Table 4,2 Summary of voltage production for Square MFC, cycles 4b - 7b 
Starte Date 
Start Voltage (mV) 
Peak Voltage Date 
Peak Voltage (mV) 
Time to Peak Voltage (days) 
Date of End Voltage 
End Voltage (mV) 
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Note: Arrows indicate additions of leachate to the cell (see Appendix A for volumes) 





d> o n n 
»
lta
g c c 
•»» onn . 0>~ d\)\J .-" 
•inn -
i uu 
n -U' ' 
vl • • ' w v • ' • • § ' . 
^^^^-^- fc^^^rf^^__ 
I I l l I I I I I I I I I I I T i 
0 1 2 3 4 5 6 7 8 9 10 1.1 12 13 14 15 16 17 
Time (days) 
Note: Arrows indicate additions of leachate to the cell (see Appendix A for volumes) 
Figure 4.5 Square MFC, cycle 5b, voltage vs. time (8/18/08 - 9/05/08) 
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Note: Arrows indicate additions of leachate to the cell (see Appendix A for volumes) 
Figure 4.7 Square MFC, cycle 7b, voltage vs. time (9/24/08-10/03/08) 
4.2.2 Circle MFC 
Initial testing of the Circle MFC was completed in conjunction with the 
Square MFC from August to October 2008. Landfill leachate from TLR III, Phase 
1 (b) was used for these cycles. The Circle MFC was designed to address the 
problem of inconsistent contact between the cathode and leachate of the Square 
MFC due to evaporation. Voltage was successively produced and four 
continuous cycles of operation were completed. Table 4.3 summarizes the 
results for cycles 1 b - 4b, while plots of the data can be seen in Figures 4.8, 4.9, 
4.10 and 4.11. Peak voltages for this design were greater than those of the 
Square while using the same influent leachate, which is likely because of the 
reduction of air entering the system, providing a more anaerobic environment 
•• • ' - 7 4 ' ' 
and consistent contact between the substrate and cathode. In this design, the 
cathode was attached to the lid of the container and actually screwed into place. 
This created a more air tight seal and constant contact between the cathode and 
leachate. There would be less competition from aerobic bacteria within the 
system, providing greater voltage production. 
Figures 4.8, 4.9, 4.10, and 4.11 also mimic bacterial activity (as discussed 
in section 4.2.1), however with a faster growth phase and longer stable peak 
voltage production than those of the Square MFC. It is likely that the higher 
efficiencies in design caused these improvements in results. Similar to the 
Square MFC cycles 6b and 7b using the same leachate, the Circle MFC cycles 
3b and 4b had significantly shorter run times. This can potentially be attributed to 
the decreased COD levels of the influent leachate of 908 and 1075 mg/L. Some 
of the variation in voltage readings in Figures 4.8„ 4.9, 4.10, and 4.11 are due to 
a decrease in voltage because of evaporation out of the system and the 
subsequent additions of leachate that caused a return to optimum operating 
conditions. 
Table 4.3 Summary of voltage production for Circle MFC, cycles 1b-4b 
Start Date 
Start Voltage (mV) 
Peak Voltage Date 
Peak Voltage (mV) 
Time to Peak Voltage (days) 
Date of End Voltage 
End Voltage (mV) 
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Note: Arrows indicate additions of leachate to the cell (see Appendix A for volumes) 
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Figure 4.10 Circle MFC, cycle 3b, voltage vs. time (9/15/08 - 9/24/08) 
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Figure 4.11 Circle MFC, cycle 4b, voltage vs. time (9/24/08 - 10/03/08) 
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Further testing was completed on the Circle MFC from January to 
February 2009. These cycles evaluated COD, BOD, TOC, and sulfide 
characteristics of influent and effluent leachate from the system. Because of 
timing constraints and contract laboratory error, BOD, TOC, and sulfide data 
were not collected in the previous cycles. Landfill leachate from TLR III, Phase 2 
(c) was used in cycles 1 -3c. The plots of voltage vs. time for these cycles can be 
found in Figures 4.12, 4.13 and 4.14. Each of these cycles were similar to those 
of cycles 1b-4b and followed the same trends in mimicking bacterial growth. 
Peak voltages were 526 mV, 504 mV, and 513mV which were in the range of 
cycles 1b-4b, however cycle 3c was significantly longer than any previous cycle 
in the Circle or Square MFCs. This was potentially because the BOD content of 
the influent was double what it had been, increasing from 180-200 mg/L to 430 
mg/L. Voltage generation was sustained for nearly a month before the MFC was 
taken offline (still producing 110 mV) because of timing constraints of providing a 
microbial sample for analysis. 
Table 4.4 Summary of voltage production for Circle MFC, cycles 1c-3c 
Start Date 
Start Voltage (mV) 
Peak Voltage Date 
Peak Voltage (mV) 
Time to Peak Voltage (days) 
Date of End Voltage 
End Voltage (mV) 
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Figure 4.12 Circle MFC, cycle 1c, voltage vs. time (1/16/09-2/02/09) 
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Figure 4.14 Circle MFC, cycle 3c, voltage vs. time (2/16/09 - 3/12/09) 
4.2.3 Larger Scale MFC 
Testing was completed on the Larger Scale MFC from February to April 
2009, using landfill leachate from TLR III, Phase 2. This MFC was designed to 
begin investigation into larger and 'scaled up' MFCs. This MFC design increased 
the volume of leachate used to 19 L, however it was uncertain how much voltage 
would be produced by the system for there is not a linear correlation between an 
increase in volume or surface area and voltage production. Upon scale-up, 
significant internal resistance is added to the system, with both protons and 
electrons having longer paths to travel to complete the circuit and reaction. 
Voltage was produced by the scaled-up MFC, but quickly decreased, most likely 
due to the use of new materials for MFC construction and necessary acclimation 
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of the bacteria (Figure 4.15). A second cycle was completed where voltage was 
maintained 52+ days and had a peak of 635 mV. These results are an increase 
from the Circle and Square designs; however this was only a -100 mV increase 
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Figure 4.16 Larger Scale MFC, cycle 2c, voltage vs. time (2/16/09 - 4/09/09) 
Table 4.5 Summary of voltage production for Larger Scale MFC, cycles 1 c-2c 
Starte Date 
Start Voltage (mVL 
Peak Voltage Date 
Peak Voltage (mV) 
Time to Peak Voltage (days) 
Date of End Voltage 
End Voltage (mV) 



















4.2.4 Power Density and Coulombic Efficiency 
Power densities for both the Square and Circle MFCs were calculated 
using equations (2-8) and (2-9) (Sample calculations can be found on page 141-
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142 of Appendix C). To obtain voltages to use for these calculations, power 
density curves were completed for each design. The open circuit voltage (OCV) 
of an MFC is the maximum voltage that can be obtained at infinite external 
resistance. Once the MFC has been operated at this condition and the maximum 
OCV has been reached, the external resistance is subsequently reduced and 
voltage is recorded (once it has stabilized) at each resistance. For this research, 
resistance ranged from 40.000Q (10,000Q for Square) to 10Q. Power density is 
then calculated in units of mW/m2 or mVy/m3 depending on if it is normalized to 
surface area of the anode or volume. Power density curves are shown in Figures 
4.17 and 4.18 for the Circle MFC and Figure 4.19 for the Square MFC. 
A polarization curve has also been graphed with power density in Figures 
4.17, 4.18 and 4.19. This curve is the current density, calculated from voltage, 
external resistance and anode surface area, versus the recorded cell voltage 
(Sample calculations can be found on page 142 of Appendix C). Polarization 
curves illustrate how well the MFC can maintain voltage as a function of current 
production. This curve is characterized by three general regions of decrease; an 
initial region with a fast voltage drop, a linear decrease in voltage, and a second 
rapid voltage drop when current density is at the greatest (Logan 2008). These 
three regions of decrease are a result of activation loses, bacterial metabolic 
loses, mass transfer losses, and ohmic loses. Activation loses are generally 
shown in the first region of voltage decrease; however none of the polarization 
curves (Figures 4.17, 4.18 and 4.19) experienced an initial rapid decrease of 
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voltage. This did not appear to be an anomaly as both power density curves 
from each trial of the Circle and Square MFC resulted in similar plots. 
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Figure 4/19 Power density and polarization curve for Square MFC 
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Power densities for the Square MFC were 3 mW/m2 and 94 mW/m3. 
Maximum power densities for the Circle MFC were 24-31 mW/m2 or 669-844 
mW/m3. There have only been two other sets of research published utilizing 
landfill leachate in MFCs. However, because of varying architectures and 
operation differences, a direct comparison of results is difficult. One study 
obtained a power density of 6817.4 mW/m3, using landfill leachate in a small 40 
mL volume single chamber MFC, using dilute leachate and anaerobic sludge 
inoculum (You et al. 2006). The greater power density of the You et al. (2006) 
research can be attributed to the smaller scale MFC and the amended leachate 
substrate. Another study found in the literature utilized a tubular MFC with a 
membrane and a continuous feed of leachate and recorded a maximum power 
density of 1.38 mW/m2 (Greenman et al. 2009). Similar to the Square and Circle 
MFCs, the MFCs in this literature study were not inoculated with any outside 
source of bacteria and had a volume of approximately 0.9 L. Both the Square 
and Circle MFC outperformed the max power densities of the tubular design. 
Looking beyond the use of landfill leachate in MFCs, the variability in 
results is large for many types of MFC systems. The results of this research are 
compared with the findings of research utilizing different types of wastewaters as 
well as the two studies using landfill leachate in Table 4.6. These systems are 
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2008 
Kim et al. 2008 
Minetal. 2005 
Min and Logan 2004 
Liu, Ramarayanan 
and Logan 2004 
You etal. 2006 
Greenman et al. 2009 
This Research 
This Research 
*NR = No Result 
Coulombic efficiency, CE, (the fraction of electrons that are recovered as 
current versus the electrons that were in the starting substrate) is a calculation 
that is often used to describe the efficiency of MFC systems. CE was calculated 
for all cycles of each MFC using equation (2-11) and all results are shown in 
Table 4.7 (Sample calculations can be found on page 143 of Appendix C). It 
should be noted that there are large ranges of CE values for all of the designs 
and this is most likely due to inefficient use of the leachate for purely voltage 
production. When complex substrates are used in MFCs, CE is calculated based 
upon COD removals as a representation of the amount of organic degradation 
being achieved in the system. Because CODremovals were inconsistent in this 
research, possibly due to interference from inorganics in the measurement, CE 
values may not be accurate representations of efficiencies. A negative CE value 
represents an increase in COD values during the cycle of the MFC. This system 
is focused on both treatment of the leachate as well as electricity production, thus 
CE values were not extremely important characteristics. The work of You et al. 
recorded a CE of 3.4%, while Greenman et al. did not specify a value when using 
landfill leachate. This low value, along with the low values found in this research, 
are attributable to the complex nature of leachate and the organic substrate that 
is contained within it. Coulombic efficiencies of other MFCs utilizing wastewaters 
can be found in Table 4.6. 
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4.3 Leachate Characterization 
Terminology that is used is as follows; influent refers to the values prior to 
placement in the MFC, effluent values were recorded at the end of the cycle and 
the percent difference in these values was then calculated. A negative value in 
percent difference means that there was an increase of that particular constituent 
during MFC operation. 
4.3.1 Square MFC 
Data from initial testing of the Square MFC, cycles 1-3a is displayed in 
Table 4.8, 4.9 and 4.10. This testing was completed using leachate from the 
influent of the leachate treatment facility. Data from further testing in conjunction 
with the Circle MFC using leachate from TLR III, Phase 1 (cycles 4-7b) is given in 
Table 4.11, 4.12, 4.13 and 4.14. All of these results will be discussed in detail in 
section 4.3.4, however all of the influent values were within the range that 
leachate from municipal solid waste landfills is typically observed (Table 2.1, 
Kjeldsen et al. 2002). 
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4.3.2 Circle MFC 
Data from initial testing of the Circle MFC, cycles 1-4b, is displayed in 
Tables 4.15, 4.16, 4.17 and 4.18. This testing was completed using leachate 
from the TLR III, Phase 1. Further cycles were completed to test for COD, BOD, 
TOC, and sulfide characteristics of influent and effluent leachate into the system. 
A full set of BOD, TOC, and sulfide data was not collected in the previous cycles 
due to numerous constraints and equipment failures. Testing in these cycles, 1 -
3c, was completed using landfill leachate from TLR III, Phase 2. Data from these 
tests can be found in Tables 4.19, 4.20 and 4.21. All of these results will be 
discussed at length in section 4.3.4, however all of the influent values were within 
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the range that leachate from municipal solid waste landfills is typically observed 
(Table 2.1, Kjeldsen et al. 2002) 
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4.3.3 Larger Scale MFC 
Data from testing of the Larger Scale MFC, cycles 1-2c, is displayed in 
Tables 4.22 and 4.23. This testing was completed using leachate from the TLR 
III, Phase 2. All of these results will be discussed at length in section 4.3.4, 
however all of the influent values were within the range that leachate from 
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municipal solid waste landfills is typically observed (Table 2.1, Kjeldsen et al. 
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4.3.4 Leachate Characterization Analysis 
A large amount of data was recorded from all of the cycles of the three 
MFC designs. The following section will focus on analyzing the percent 
differences in influent and effluent values and the reasons behind these changes. 
Similarities and differences between the data of the three designs will also be 
discussed. Percent difference summary tables for all cycles of the MFC designs 
are in Tables 4.24, 4.25, 4.26, 4.27 and 4.28. 
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There were a total of 15 cycles of operation completed for this research. 
In every cycle except one, there was an increase in pH, independent from design 
or size of the MFC (Figure 4.20). These increases were in the range of 5.4% to 
17.9%, with the one decrease occurring in the Circle MFC (2.7%). While it is 
common for the pH to change at the anode of an MFC during operation; it is 
generally a decrease to a more acidic level. This is due to incomplete transfer of 
protons to the cathode and a resulting build up at the anode which reduces the 
pH. However in other research using landfill leachate, a slight increase in pH 
was also observed during MFC operation. This was attributed to a possible 
' '" 102 
removal of acid components present in the leachate, such as volatile fatty acids, 
during MFC operation (Greenman et al. 2009). Leachate is a highly buffered 
system as well and sulfides in the leachate can accept protons and limit pH 
decrease (Jambeck, Townsend, and Solo-Gabriele 2008). 
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Figure 4.20 Percent increase of pH for all cycles of MFC designs 
Conductivity. 
The ability of a solution to conduct current is based upon the ions in 
solution and has been termed conductivity. The movement of ions in the solution 
transports the current, thus conductivity increases as the ion concentrations 
increase (Snoeyink and Jenkins 1980). There has been substantial research 
done in recent years that shows conductivity is a key factor in the efficiency of 
the MFC system/Conductivity, through the increase in ionic strength, has had to 
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be increased in many wastewaters and artificial substrates that are used in MFCs 
(Huang and Logan 2008; Liu, Cheng and Logan 2005; Liu et al 2008; Logan et 
al. 2007; Oh and Logan 2006) This is one of the major benefits to using landfill 
leachate as a substrate in MFCs for conductivity is at high levels initially. Influent 
conductivity was in the range of 11.22 - 19.26 mS/cm, with one low reading of 
6.66 mS/cm. Effluent readings were in the range of 10.57-10.09 mS/cm, creating 
a range of decrease in levels from 0.9 - 16.3% (with one exception in cycle 2b 
where conductivity was increased). 
Dissolved Oxygen, 
Figure 4.21 shows the influent and effluent concentrations of DO for all 
cycles of all MFC designs. Landfill leachate is generally an anaerobic substrate 
with low DO levels, which were variable throughout sampling and testing of the 
MFCs in this research. Increases in DO concentrations within the MFC systems 
during operation would be due to the system being open to the air. An aerobic 
zone could have formed near the cathode and resulted in increases of DO. For 
the cycles where a decrease in DO occurred, anaerobic conditions within the 
system were more efficient and a larger anaerobic zone was allowed to control 
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Figure 4.21 DO concentration of influent and effluent leachate for all cycles 
Oxidation Reduction Potential (ORP) 
ORP is a useful measure of the state of the system being tested, as well 
as the degree of treatment. An aerobic system (oxygen present) will be 
displayed as a positive reading, while an anaerobic system (no oxygen) will 
display a negative ORP reading. ORP measures the tendency of a solution to 
gain or lose electrons (Snoeyink and Jenkins 1980). Landfills are generally 
anaerobic systems, so the leachate flowing through them is usually anaerobic 
with negative ORP values. Two exceptions to this anaerobic condition were the 
influent leachate from TLR II, Phase 2 during cycle 3 and 4b for the Circle MFC 
and cycle 5 and 7 b for the Square MFC. These influent values were +52.5 mV 
and +73 mV respectively for the Square and Circle MFCs. This suggests that the 
leachate entering the MFC was actually aerobically active. Interestingly, these 
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cycles also had significantly shorter total cycle time for both of the MFC designs, 
as shown in Tables 4.2 and 4.3, and Figure 4.22. However, a connection cannot 
be definitively made between ORP and cycle time due to the concomitant 
changing values of other constituents. 
For all other incoming leachate samples, a range of negative ORP values 
were obtained, however ORP values of effluent leachate did vary and were 
sometimes positive. Cycles 1-3a and 5b of the Square MFC as well as cycle 1b 
of the Circle MFC had these positive effluent ORP values. While this would 
suggest that the MFC was operating under aerobic conditions; this may not be 
the case entirely. To produce electricity, MFCs must have anaerobic conditions 
for the appropriate bacteria to grow within the system. These results do suggest 
that the systems could have had relatively large aerobic zones. 
2 3 
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Figure 4.22 Cycle time and influent leachate ORP (Square and Circle MFCs) 
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COD. BOD, and TOC. 
Chemical oxygen demand, biochemical oxygen demand, and total organic 
carbon are all measures of the amount of organics in the leachate. Chemical 
oxygen demand is measure of the amount of organic compounds in a substance 
while BOD measures the amount of molecular oxygen that is utilized during a 
period of time for microbial degradation of organic matter as well as inorganic 
material. TOC is the total amount of organic carbon in a substrate. COD, BOD, 
and TOG removals for the Circle and Larger Scale MFC are shown in Figure 
•4.23. '.. 
COD differences for the Square design were in the range Of 1.7-43%, 
which is a very broad range for removals. The Circle COD removal range was 
15-49%, however, in cycles 1-3c, COD actually increased during the cycle of the 
MFC. For the same leachate c, the Larger Scale MFC had an increase in COD 
of 6.6% and a decrease of 3.1%. There are several inorganics that can exhibit 
COD in leachate, such as sulfides, that can interfere in COD being a measure of 
just the organics of a system (Jambeck, Townsend, and Solo-Gabriele 2008). 
BOD removals for these same cycles were 53-72% for the Circle MFC, and 47-
86% for the Larger Scale. 
While the COD removals are lower than those recorded by other landfill 
leachate in MFC research (70-98%), BOD is in the range of 57-66% removal that 
has been previously reported (Greenman et al. 2009; You et a). 2006). COD 
removals for other MFC systems utilizing different wastewaters are shown in 
Table 4.6, however they should not be directly compared to this research 
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because of highly variable operating conditions and architectures. Small volume 
systems have COD removals of 42-87% while larger systems of 300-400 mL 
volumes, have 50-70% COD removals. Almost all MFC treatment efficiencies in 
the literature are only reported in COD removals, however a BOD removal of 
78% was found for a tubular MFC system using domestic wastewater (Liu, 
Ramarayaran and Logan 2004). 
TOC removals for the Circle and Larger Scale MFC increased with each 
cycle of operation (Figure 4.23.) TOC removals of the Larger Scale MFC were 
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the alkalinity of a solution is that solution's ability to neutralize a strong 
acid and is attributed to strong buffers such as HCO3", CO32", and OH'. Other 
species such as ammonia, phosphate, silicate, borate and organic bases can 
also contribute to alkalinity (Snoeyink and Jenkins 1980). For all designs and 
cycles of the MFCs, there was a consistent decrease in alkalinity during the total 
cycle time. This would suggest that buffering of the system was occurring while 
the MFC was operating. Decreases in pH are not uncommon in anode 
compartments of MFCs because not all protons reach the cathode. If protons 
are accumulating, a decrease in pH can occur and therefore a decrease in 
alkalinity as the system is attempting to remain in equilibrium. Furthermore, 
ammonia and phosphate are being removed in some cycles, so if these were 
contributing to alkalinity, this would cause a decrease. Sulfide can also accept 
protons in leachate, which would contribute to alkalinity (Jambeck, Townsend, 
and Solo-Gabriele 2008). 
Ammonia. 
In every cycle of the Circle and Square MFCs, ammonia was removed in 
differing amounts. There are four common removal mechanisms that could be 
occurring within this system to remove ammonia. If nitrifying bacteria were 
present, ammonia could be oxidized by nitrification in the aerobic region near the 
cathode and coupled with denitrification. Ammonia oxidizing bacteria could also 
be oxidizing the ammonia in conjunction with ammonia oxidation and nitrite 
reduction by anaerobic ammonia oxidation bacteria. Ammonia oxidizing bacteria 
i - . • . . . • 
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could also be reducing nitrite and oxidizing ammonia. Lastly, a new unidentified 
bacteria could be oxidizing ammonia while reducing the anode of the MFC 
system. A fifth mechanism, which has not been studied at great length, is the 
chemical/physical removal of ammonia from the system (Kim et al. 2007). 
In research with a single chamber MFC treating animal wastewater, it was 
determined that ammonia loss in that system was due to ammonia volatilization 
at the elevated pHs near the cathode. A localized pH at this location could 
cause a shift in ammonium ions to ammonia, resulting in nitrogen losses through 
the cathode. It was found that this ammonia loss increased as power production 
of the system increased. While it is possible that there was still some ammonia 
loss due to nitrification at the cathode by ammonia oxidizing bacteria and oxygen 
that has diffused into the system, limited appropriate bacterial communities were 
found (Kim et al. 2007). 
While it is unclear what mechanisms were taking place within the designs 
of this research; it is plausible to assume that a mixture of all of the above 
mechanisms accounted for the ammonia removal. There is a high probability 
that an aerobic zone occurred near the cathode of the MFCs due to the porous 
nature of the carbon cloth. This could support an aerobic nitrifiying bacterial 
community along with an anaerobic ammonia oxidation bacterial community in 
the rest of the MFC. Volatilization of ammonia was also possible with the 
increased surface area of the cathode in the designs of this research. For the 
Square MFC, removals of ammonia were seen from 45-70%, with one cycle only 
removing 18%. The Circle MFC had removals in the range of 7-29%. The 
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Larger Scale MFC had an increase in ammonia in the first cycle, yet a 60% 
reduction in the 52 day cycle. The removals for all MFCs and cycles, except 
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Figure 4.24 Ammonia removal for all MFC designs 
Chloride. 
An increase in chloride concentration for each cycle was common for both 
the Square and Circle MFC designs in the range of 22-26% and 8-17% 
respectively. Cycle 2b of the Square design had an increase of 44% and the 
Larger Scale MFC saw a large increase of 60% in cycle 2c with only a small 
increase in cycle 1c. This consistent increase could be due to both the 
evaporation and utilization of the leachate out of these systems that were open to 
the air. As can be seen on page 136-138 of the Appendix, continuous additions 
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of leachate were needed as volume was lost over time in both the Square and 
Circle design. As the leachate evaporated and was utilized, chloride likely 
remained in the system and accumulated since these were not continuous flow 
designs. This explanation is supported by the fact that the Square and Larger 
Scale MFC has higher accumulations of Chloride and more 
evaporation/utilization, as shown by the amount of additions of leachate that had 
to be made. The Circle MFC, while still experiencing evaporation/utilization, 
experienced it at a much slower rate, and had less chloride accumulation. Cycle 
2b of the Square MFC had a cycle time of 7-10 days longer than cycles 1, 3, and 
4b while the Larger Scale MFC had a 52 day cycle with a 60% increase of 
chloride. This would account for the larger chloride accumulation for there was a 
longer time for evaporation/utilization and chloride accumulation to occur. 
Furthermore, a mass balance was completed on each system, taking into 
account the additions of leachate and subsequent increase in chloride 
concentrations (page 144 of Appendix D). Calculated final concentrations of 
chloride were close in value to the concentrations measured for each system, 
which suggests that evaporation and utilization of water from the system was the 
cause for the increasing levels of chloride. 
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Figure 4.25 Chloride increase for all MFC designs 
Nitrate/Nitrite. 
In all influent leachate from this landfill, there were no detectable levels of 
nitrate or nitrite. It is not uncommon for leachate to have low levels of these 
constituents and have all nitrogen as ammonia in the system due to the biological 
process of the landfill, as discussed in section 2.2. 
Phosphate/Total Phosphorus. 
Phosphorus can be removed through biological processes by 
incorporating it into cell biomass which is then removed from the system. This 
biological process involves both an anaerobic and aerobic zone for treatment. 
For MFC systems, part of this reaction would have to occur in the small aerobic 
zone near the cathode of the MFC. When dissolved degradable organic matter 
(bsCOD) is fermented, acetate is formed. This acetate is used by phosphorus 
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accumulating organisms in an anaerobic zone to produce intracellular 
polyhydroxybutyrate (PHB) storage products. When these products are created, 
orthophosphate is released from the cell and into solution, along with 
magnesium, potassium and calcium cations. 
In the aerobic zone of treatment, this PHB storage product is metabolized, 
which creates energy and carbon for cell growth. When this energy is released, 
it is used to form polyphosphate bonds in cell storage. This results in 
orthophosphate uptake from the solution as it is used within the bacterial cell. 
When this biomass is removed from the system, stored phosphorus is 
concurrently removed, resulting in biological phosphorus removal. 
The MFC anaerobic system is not designed to remove phosphorus, 
however, because aerobic and anaerobic zones do exist, it is reasonable to 
assume that phosphorus uptake and release were occurring within the MFCs. 
These inconsistent conditions would account for the inconsistent measurements 
of both phosphate and total phosphorus in each of the MFC designs. The 
Square MFC had decreases of phosphate of 23 and 16.6 %, and an increase of 
15.8% during initial testing with corresponding decreases of 4.4 and 23.5% and 
an increase of 0.4% in total phosphorus (Table 4.24). 
For landfill leachate 'b', using the Square and Circle designs, variation in 
removals and increase were also seen. Figure 4.26 illustrates the percent 
difference of total phosphorus levels for each design on the left vertical axis 
(Square, cycles 4-7b, Circle, cycles 1 -4b, jointly numbered 1 -4 in consecutive 
order). The right vertical axis is influent ORP readings from the leachate. As 
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discussed earlier, the leachate for the last two cycles was positive. This graph 
suggests that there could be a relationship between the total phosphorus 
increase and a positive ORP reading. An explanation for this occurrence would 
be biological phosphorus removal beginning in the leachate prior to sampling. If 
the leachate experienced aerobic conditions, phosphorus and phosphate could 
have been sequesters by microbes in solution. Once the leachate entered the 
MFC systems and started to become anaerobic, these phosphates and 
phosphorus could have been released by the bacteria; increasing these levels in 
the effluent leachate. The Larger Scale MFC had similar removals and increases 
with a phosphate increase of 11.7% and a removal of 49%; and a total 
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Figure 4.26 % Difference of TP and ORP for Square and Circle MFC 
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Sulfate/Sulfide. 
Every cycle of the MFCs in this research produced an increase in sulfate 
levels in the effluent leachate (10.5% to 83% for the Square MFC to 49-68% for 
the Circle MFC). The Larger Scale MFC experienced increases of 2 1 % and 
102.9%. At the same time as the sulfate increased, a reduction in sulfides was 
seen in the Circle MFC from 35-89% and 0-34% for the Larger Scale MFC. This 
was most likely due to sulfur oxidation occurring within the MFC. In each sample 
of leachate that was taken from the landfill; small black particulates were 
suspended in solution. These particulates could be sulfide precipitation in the 
solution. Chemolithotrophic bacteria use hydrogen sulfide as well as elemental 
sulfur as a source of energy in the following reactions; 
2H2S + 0 2 - • 2H2o + 2S 
2S + 0 2 + 2H20 — 2H2SO4 
These reactions are aerobic processes, thus they would have to be occurring 
near the cathode in the MFC, where an aerobic region is likely present due to 
diffusion through the carbon cloth. This would account for both the increase in 
sulfate as well as the utilization of sulfide. Graphite can contain small levels of 
sulfur, thus sulfur could also be entering the system through slow release from 
the anodes of the system. If this reaction was occurring, it would suggest that 
the pH of these systems should decrease with the production of sulfuric acid, 
which was not observed in the leachate MFCs and could be due to the 
substantial buffering capacity that is present through alkalinity of the influent 
leachate. 
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A mass balance of sulfate concentrations was completed for each of the 
MFC systems, based upon initial levels and the increase due to leachate 
additions (to account for evaporation and utilization of the leachate). For the 
Square* Circle, and Larger Scale MFC systems, accumulation of sulfate due to 
evaporation/utilization was not the major cause of sulfate concentration increases 
within the MFC system, as can be seen from the mass balance (page 145 of 
Appendix D). 
Cations. 
An analysis of cations in influent and effluent leachate was completed 
using ICP, as discussed in Chapter 3 of this document. These analyses were 
done using the Circle MFC to determine if any major changes in cation 
concentration occurred during MFC operation. As can be seen in Tables 4.29 
and 4.30, amounts of cations did vary, however all concentrations were low and 
remained low, with the exception of calcium and magnesium. While these two 
elements were at increased levels, the values remained in the typical range of 
values for landfill leachate (Table 2.1). It should be noted that there was a 28-
72% reduction in iron during the operation of the MFCs. This coincides with a 
finding in the microbial analysis section (4.4) that Firmicutes were found in the 
MFC environment and increased in population during operation. This phylum is 
known to contain iron-reducing bacteria. 
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4.4 Microbial Analysis 
The microbial communities that are present in MFC environments and 
facilitate voltage production are phylogenetically diverse. In the beginning stages 
of microbial fuel cell research, it was thought that only metal-reducing bacteria, 
such as Shewanella and Geobacter contributed to the exocellular electron 
transfer that is needed in MFCs. However, it has been determined that many 
different types of bacteria can take part in electricity production. Common 
phylum's of bacteria that have been shown to be dominant in MFC microbial 
communities are alpha-, beta-, gamma-, and delta- proteobacteria along with 
firmicutes (Logan 2008). 
Four different leachate/biofilm samples were tested by David B. 
Ringelberg of the US Army Corps of Engineers at the Cold Regions Research 
and Engineering Laboratory, Engineer Research and Development Center as 
detailed in section 3.2.3. A sample of leachate from TLR II, Phase 1 which was 
unable to produce electricity (Non-Producing), was tested to determine if the 
microbial community could be inhibiting electrical results. Leachate from TLR III, 
Phase 2 was also analyzed prior (Pre-MFC) to entering the MFC system as well 
as after (Post-MFC) running a complete cycle in the Circle MFC. A sample of 
biofilm from the anode of the Circle MFC was also tested. This MFC had been 
consistently running for approximately 2 months with landfill leachate. Results 
are stated as TLFA percentage of total area for each phylum of bacteria that are 
present. Pie chart representations of this data are in Figures 4.28 - 4.31. 
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A comparison of these four analyses can be found in Figure 4.27, with 
only the major phyla listed (> 1 %). A large difference in beta-proteobacteria 
populations between leachate that is conducive to voltage production and that 
which was not, can be seen. This suggests that beta-proteobacteria is not a 
major contributor to electron transfer in this system, for a large population did not 
stimulate any electrical production. Firmicutes and Bacteroidetes were microbial 
populations that were only present within the voltage producing MFCs; with a 
small population of Firmicutes pre-MFC. This suggests that there are conditions 
within the MFC that facilitate growth of these types of bacteria. Firmicutes and 
bacteroidetes are bacteria that have been found in MFC communities in previous 
literature (Logan 2008; Logan and Regan 2006a). Alpha- and gamma-
proteobacteria seem to be inhibited by the MFC environment. 
While this microbial analysis is only a beginning step in understanding the 
microbial aspects of the MFC within landfill leachate systems; it is important to 
note that landfill leachate contains many of the bacteria that are necessary for 
voltage production in MFCs (Logan 2008; Logan and Regan 2006a). This 
validates the finding of this research as well as others that inoculation of the MFC 
with anaerobic bacteria is not necessary when using landfill leachate as a 
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Figure 4.31 Microbial community analysis, Biofilm of MFC, in % of total area 
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CHAPTER 5 
SUMMARY AND CONCLUSIONS 
Microbial fuel cells are a new technology that can be used for treating 
landfill leachate and simultaneously producing electricity. Three designs were 
tested in batch cycles using landfill leachate (908-3200 mg/L COD): a Square 
MFC (995 mL), Circle MFC (934 ml_) and a Large Scale MFC (18.3 L). Each 
system was a single chamber design using graphite (anode) and carbon cloth 
with Pt catalyst (cathode). No outside source of inoculation was utilized for any 
of the designs. A total of seven cycles were completed for each the Square MFC 
and Circle MFC. A total of two cycles were completed for the Large Scale MFC. 
No additional inoculation of the MFC was needed because exoeletrogens were 
already present within the leachate. A maximum power density of 24-31 mW/m2 
(653-824 mW/m3) was achieved using the Circle MFC design. Removals of 
BOD, TOC, and ammonia were in the range of 50-72%, 17-53% and 7-69% 
respectively. With a larger scale MFC, a maximum voltage of 635 mV was 
achieved with BOD removals of 47-86%, TOC removals of 50.7% and ammonia 
removals of 60%. This cycle of operation lasted over 52 days and was still 
producing 484 mV when taken offline. 
Leachate is a well-matched substrate for use in a microbial fuel cell 
because of its relatively high amount of organics, conductivity, and buffering 
capacity, yet minimal solids. All of these characteristics, with the exception of 
high organics, can limit the utilization of other wastewaters for use in MFCs. 
Even though substrates such as wastewater and leachate will not provide equal 
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power production to MFCs utilizing pure substrates such as acetate; use of a 
substrate like leachate mimics more realistic conditions. MFCs utilizing landfill 
leachate also need no outside source of inoculation due to the presence of the 
appropriate mixed bacterial community. The results of this research are 
promising for future developments in using leachate as a substrate in MFCs for 
simultaneous leachate treatment and electricity generation. The Larger Scale 
MFC in this study showed that the MFC technology can be scaled-up to treat 
larger volumes of substrate without decreasing treatment efficiencies. While 
power production did not increase linearly with the volume increase, power 
production was higher than the small-scale cells and was maintained longer 
(over 52 days versus the typical 14-20 days for small scale cells). 
The removal of major constituents such as BOD, TOC, and ammonia 
suggest that this technology could be a viable option for leachate treatment. An 
MFC system could be utilized as a pre-treatment for recirculation or to reduce 
energy use of further treatment. It could also be used as a standalone treatment 
process. For landfills in the postclosure monitoring period of operation, an MFC 
could be an option for a low operation and maintenance system to treat leachate 
to levels acceptable for direct discharge into surface water or groundwater. 
Further research will be needed to find more efficient and less expensive 
cathode materials if MFCs are to be applied to even greater volumes of 
substrate. Advances such as graphite fiber brushes for anodes have provided 
the necessary surface area and conditions that are needed in the anode 
compartment, producing power densities of 2400 mW/m2 (normalized to cathode 
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surface area) (Logan et al. 2007). Currently, the cathode is the aspect of MFC 
design that limits power production and scale-up possibilities. In addition, the 
minimal increase of the Large Scale design power production over the small 
scale cells illustrates the need for improved design of larger MFC systems to 
minimize the internal resistance. 
Further research on landfill leachate treatment using microbial fuel cells is 
needed. Different leachate from various landfills should be utilized to further 
examine leachate as a substrate and evaluate treatment efficiencies. Larger 
MFCs could be piloted at landfills needing leachate treatment, however improved 
cathode materials and design would be needed to complete this task. A larger 
MFC system could be an ideal system for remote landfill locations due to minimal 
energy input and minimal necessary operations. A more in-depth microbial 
analysis should also be completed to examine characteristics of the community 
within the leachate and MFC environment in detail. It is still unknown what 
specific bacterial species are providing the exocellular electron transfer in the 
landfill leachate MFC system. 
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Landfill Leachate Additions 











































































































Larger Scale MFC Landfill Leachate Additions 



















































































Instrument Accuracy and Precision Data 
Sulfide Analyzer, Spectrophotometer: DR/2000 by HACH (Manufacturer 
Reported) 
Accuracy: ±2% 
COD Anlayzer, Spectrophotometer: DR/2400 by HACH (Manufacturer 
Reported) 
Range: 20-1500 mg/L 
Accuracy: 778-822 mg/L COD, 95% confidence limits of distribution 
YSI 556 Multi Probe System (Manufacturer Reported) 
DO Meter-Steady State Polargraphic Probe 
Range: 0-20 mg/L 
Accuracy: ± 2% of reading or 0.2 mg/L (whichever is greater) 
Range : 20-50 mg/L 
Accuracy: ± 6% of reading 
Temperature-YSJ Precision® Thermistor 
Range:-50-400° C 
Accuracy: ±0.15° C 
Conductivity-Four Electrode Cell with Auto Ranging 
Range: 0-20o mS.cm 
Accuracy: ±0.5% of reading or 0.001 mS/cm (whichever is 
greater) 
pH-Glass Combo Electrode 
Range: 0-14 units 
Accuracy: ± 0.2 units 
ORP-Platinum Bottom Probe 
Range:-999-999 mV 
Accuracy: ± 20 mV 
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* The quantitation limit is the lowest concentration that can be detected 
• | 
** The instrument dilution factor is the dilution performed at the instrument.; a 1 
means that there was no dilution necessary. 
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APPENDIX C 
Power Density and Polarization Curve Calculation Example 




Where: E = Cell Voltage (V) 
v = Volume of anode compartment (L) 
Rext = External Resistance (Q) 





For the Circle MFC, where Aan/cat = 258 cm2 (0.0258 m2) and v = 934 mL 
(0.000934 m3) with an external resistance of 10 Q, the cell voltage was recorded 
as 0.026 V (see Table A-1) so, 
Or 
P a n = J ° f l V )
 n = 2.62mW/m2 
a n
 (0.058 mz)*10 Q 
" a n -
(0.026 V)^  
a
 (0.000934 m3)*10 n = 72.38 mW/m
3 
Calculations for each external resistance tested can be seen in Table A-1 
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Polarization Curve: 
The Polarization curve is the current density vs. the Power Density. The 
Current Density is simply: 
Current Density = -^— where I = current (A), I = votagerv). 
AAP = Surface area of the anode (cm2) 
Example: 
For the Circle MFC, at Rext of 10 Q, voltage = 0.026 V, so 
I = ££2600 1000mA _ 2 g m A 
And 
io(n) I A 
Current Density = 2 6 mA =0.0101 mA/ cm2 258 cm2 
Calculations for each external resistance test can be seen in Tale A-1 






































































































































Coloumbic Efficiency Calculation Example 
CF= 8* / 1 FvAnACOD 
Where: I = average current over t (A) 
t = total time of cycle (sec) 
F = Faraday's constant (96,500 C/mol") 
VAn = Volume of anode compartment (L) 
ACOD = Change in GOD concentration 
over time t (g/L) 
Example: 
For Cycle 3b of Circle MFC where vAn = 934 mL (0.934 L); ACOD = 0.1354 g/L 
and t = 776,736 sec (8.99 days) and I = 0.0008043 A (average over t) 
CF= 
8*0.0008043 A *776,735 sec 




Mass Balance of Chloride Concentrations in MFCs 
Square MFC Chloride Mas Balance 
Vol. of Leachate (mL) 
Initial Cone. (mg/mL) 























































Circle MFC Chloride Mass Balance 
Vol. of Leachate (mL) 
Initial Cone. (mg/mL) 






























Larger Scale Chloride Mass E 
Vol. of Leachate (mL) 
Initial Cone. (mg/mL) 




















Mass Balance of Sulfate Concentrations in MFCs 
Square MFC Sulfate Mas Balance 
Vol. of Leachate (mL) 
Initial Cone. (mg/mL) 























































Circle MFC Sulfate Mass Balance 
Vol. of Leachate (mL) 
Initial Cone. (mg/mL) 






























Larger Scale Sulfate Mass Balance 
Vol. of Leachate (mL) 
Initial Cone. (mg/mL) 
Total Vol. Leachate 
added (mL) 
Final Concentration 
calculated (mg/mL) 
Final Concentration 
measured (mg/mL) 
Cycle 1c 
18327 
0.14 
1500 
0.151 
0.170 
Cycle 2c 
18327 
0.069 
9565 
0.105 
0.140 
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